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P2 CARD 


This super-slim card is already 
transforming news gathering. With 
good reason - it is compact, thin 
and reliable in the face of shock 
and temperature change. 


proxy 


vw 
P2 card 


Pocket PC for proxy viewing 


2. Field editing / viewing 


Se P2CAM 

——- The P2 cam is mechanism-free. 
™| This means it doesn’t take any time 
to unload or upload the cards, and 
it provides reliable recording even 
when subjected to vibration and 
shock. 


Video/audio 


AN P2 deck 
P2 cam video / audio Mobile non-linear editor recorder 
camcorder and proxy XN (P2 compatible) 

SD Memory Card |Reees ~ 


3. Transmission 


THE WORLD TALKS ABOUT P2 


THE START 
When the Panasonic P2 concept was first 
announced at NAB 2003 in Las Vegas, it 
generated a major buzz in the broadcast 
industry and garnered a number of awards. 
Behind all the excitement was the P2 Series’ 
ground-breaking approach of using solid-state 
memory rather than tape or disks. This fuelled 
rising expectations that P2, with its superior 
reliability and speed, would revolutionize news 
gathering and production workflow. 
Now the wait is over. P2 has made its heralded 
debut at NAB 2004 in Las Vegas, USA and IBC 
2004 in Amsterdam, Europe. Thousands 
of visitors can now see for themselves if all the 
excitement and accolades were deserved. 


THE HEART OF THE SYSTEM 
At the heart of the P2 Series is Panasonic's 
new plug-in PC-card type media. Called P2 
(“Professional Plug-in”), these solid-state 
memory cards are neither tape nor disk and 
require no mechanism. P2 cards fit neatly into 
the slots of P2 Series equipment and record 
DVCPRO50/DVCPRO/DV data. The P2 card is 


P2 SERIES 


extremely rugged, enabling the P2 camcorder 
to achieve outstanding anti-vibration and 
anti-shock performance. Most importantly, the 
P2 card's compact size, light weight, large 
capacity and expandability bring an entirely 
new era of mobility to news gathering. 

P2 Series equipment records in MXF (Media 
Exchange File] - a file format whose 
exceptional PC versatility is transforming the 
news production workflow. The P2 card 
mounts directly into the PC card slot on a PC, 
so you have instant access for non-linear 
editing and for transferring data with no 
digitization required. 


THE P2 CAM 
The AJ-SPX800 P2 camcorder can record and 
play in both DVCPROSO and DVCPRO. Unlike a 
VTR, the P2 cam has no mechanism. It has five 
P2 card slots and allows seamless, continuous 
recording over all five. And its hot swap function 
lets you replace any card (except the one being 
recorded) on the fly, giving you outstanding 
capacity and non-stop recording. Proxy data 
recording and wireless LAN functions let you 
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P2 EDITING 


For direct editing, the P2 card slips 
into the card slot on a laptop PC 
and mounts directly - no digitizing 
required - for immediate viewing or 
network data transfers. 


5. Desktop editing 


transfer low-resolution proxy AV streams with 
wireless ease. The P2 cam’s built-in LCD 
monitor displays thumbnails of the recorded 
clips and allows seamless playback. 


THE P2 DECK 


The P2 Series provides super-fast transmission 
from OB vans. This is thanks in part to the P2 
deck, which features five P2 card slots and the 
same kind of jog & shuttle operations as a VTR. 
Simply view the thumbnails of the recorded 
clips on the front-panel colour LCD monitor, 
and use the jog dial to select the ones you 
want. The clips can be sent instantly for on-air 
playback. 
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studio equipment. 


sheet Media Archive 


6. On-air / archive 


MORE FLEXIBILITY 


Panasonic’s ING concept is not a closed 
system. The P2 deck can be equipped with an 
optional built-in DVD-RAM/R drive for 
archiving materials onto DVD. The P2 decks 
are equipped with the same interfaces as 
today’s DVCPRO VTRs, so they can link 
seamlessly into conventional systems for tape 
editing and on-air transmission. 

Panasonic also plans an archiving cart system 
that uses optical discs. This will give you 
several exciting ways to build powerful, flexible 
systems that deliver the higher performance 
you need at a cost that fits your budget. 


The superior mobility of IT-based 
News Gathering (ING) is unbeatable. 
The P2 Series is a fusion of the very 
best in AV and IT worlds, while also 
offering compatibility with today’s 
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THE 


MOST SIGNIFICANT CHANGE 

The introduction of solid state recording 
based on SD memory cards is regarded as 
the most significant change to news and 
broadcast acquisition since the arrival of 
videotape recording over 35 years ago. Just 
as film is being rapidly replaced by memory 
cards in consumer digital still cameras, 
the replacement of tape in the acquisition 
process is a landmark transition for the 
industry. 


SUPPORT FROM STRATEGIC PARTNERS 


This kind of strategic change needs support 
from strategic partners. That is why Panasonic 
is so focused on the P2 Partners Programme 


announced at NAB 2003. Support from leading 
broadcasters and manufacturers is now 
helping to ensure that the DVCPRO P2 Series 
fully reflects the needs of customers and is 
fully integrated into the whole production 
workflow, so as to enhance existing and 
future investment by customers. 


CUSTOMER SUPPORT 


Several leading US media companies, 
including CBS, Fox Entertainment and 
Raycom Media, now work with Panasonic to 
test and develop P2 technology. Support from 
leading European broadcasters includes: TF1 
in France), ZDF and MDR in Germany, the 
Sogecable Group (including CNN+ and Canal+) 


GROUND BREAKING NEWS GATHERING SYSTEM 


P2 SERIES 


P2 - A JOINT DEVELOPMENT WITH THE 
WORLD’S BROADCASTERS 


With P2, it’s not just the technology 
that’s new. It’s the concept, too - 
achieving a better workflow in 
currently operating news and 
broadcasting operations by 
introducing equipment that 
dramatically reduces size, time 
and cost. Bringing this concept to 
life is not something an equipment 
manufacturer can do alone. 

That's why Panasonic, developers 
of DVCPRO equipment, listened 
closely to the demands of news 
and broadcasting companies. 

Our goal was to develop a next- 
generation system. Our approach 
was to form a partnership with 
leading broadcasters all around the 
world (as shown left) and develop 
the system together. 

The result is P2. 

Every stage of development - from 
initial concept to final specifications 
- was driven by actual needs and 
included extensive testing. That’s 
why P2 is both highly innovative and 
extremely practical. 

And it’s why P2 is revolutionizing 
the workflow in the field and the 
studios of news and broadcasting 
companies all around the world. 


Sopecable 


& i 
¥ 


} 


‘I 
ai 
> 
‘ 


ee 
As, 


Avid 


in Spain and ITN, BBC and Reuters in the UK. 
CCTV, the state broadcaster in the People’s 
Republic of China also supports P2. 


MANUFACTURER SUPPORT 


Thomson Grass Valley has begun integrating 
P2 recording systems into current generation 
Grass Valley™ brand digital news production 
and M-Series iVDR products and plans to 
further integrate across the product line. 
Avid is providing native P2 support across the 
industry-leading Avid Newscutter non-linear 
news editing system and Avid Unity for News 
environment. This provides a comprehensive 
acquisition-to-playback workflow with 
unprecedented speed, ease and flexibility. 


GY grass valley 


AS THOMSON BRAND 


Quantel has declared its support for P2 in its 
generation Q editing and server systems. 
Broadcasters can combine P2 acquisition 
with Quantel’s generationQ systems and edit 
directly from the P2 memory. 

Pinnacle now integrates support for P2 in its 
latest versions of Liquid Edition, Chrome and 
Blue non-linear editing software. A simple 
Xreceive software plug-in lets users import 
basic A/V file into the editing environment. 
This plug-in is accessible to an installed base 
of over 50,000 users. 

The CleanEdit systems from EVS also enable 
direct import of P2 files. In addition, Leitch 
(Canada) and Dayang (China) now plan to 
develop P2 compatible products. 


DAYANG 


rd 
P2 SERIES 


) Five slots for P2 cards 


3.5“ LCD Monitor 


AJ-SPX800 


P2 cam = 2/3" 3IT-CCD Camcorder (16:9/4:3) 


CAMERA FEATURES 


Three 2/3" 600,000 pixel IT CCD image sensors 

Fully supports 25p shooting mode 

Gamma curve for News 

Digital signal processing with matrix colour correction 
14 bit A/D quantization 

2,000 lux sensitivity at f13 

Minimum illumination: 0.09 lux (at f1.4 / 48 dB) 

2x digital zoom 

Customized user buttons and menu 

Automatic white/black balance 

Switchable from 16:9 to 4:3 

Synchro-scan for flicker-free recording from data monitors 
EBU colour bar generator 

Gain selection up to +68 dB digital super gain 

Built-in gen-lock function 

Built-in 3.5° LCD Monitor 

Bayonet mount for 2/3” lenses 

Optical filter wheel (ND, CC) 

Individual camera configuration with up to 8 preset files 
(4 stored in camera memory, 4 on SD Memory Card] 


P2 SERIES 


STANDARD ACCESSORIES 

Shoulder strap 

Adaptor for Anton/Bauer digital battery 
User’s manual 


OPTIONAL ACCESSORIES 

AJ-B75 AC adaptor (12 V/9.5 A) 
AJ-EC3 Camera remote control 
AJ-GPS900G GPS unit 

AJ-HT901 Flight case 

AJ-MC700 Microphone kit 

AJ-MC900 Stereo microphone kit 
AJ-MH700 Microphone holder 
AJ-QVE901G peg oad for 5° viewfinder 
AJ-RC900 Camera RCU 

AJ-SC900 Soft case 

AJ-VF15B 1.5" viewfinder (high le 4:3) 
AJ-VF20WB 2” viewfinder (16:9/4:3) 


AJ-VF53 5" studio viewfinder (16:9/4:3) 


AJ-YA902G SDI output board 
AJ-YAD800G IEEE1394 option 
AJ-YAX800G Proxy option 
RP-SDO64BE-A SD Memory Card 
SHAN-RC700 Rain cover 
SHAN-TM700 Tripod adaptor 


For lenses, tripods, batteries, battery chargers, 
AC adaptors and floodlights, see pages 64-69. 


GENERAL SPECIFICATIONS 
Power requirements 12V (11-17 V) 


Power consumption 27 W incl. SDI & IEEE1394, 
D monitor 


Weight Approx. 4 kg / 8.8 lb 


P2 CARD RECORDING FEATURES 

¢ Digital component recording up to data 
rate of 50 Mbps (DVCPRO50/DVCPRO/DV) 

e 4-channel PCM audio recording 

e Instant record start 

¢ Hot-swap recording 

e Loop recording 

e Pre-recording function 

¢ Proxy data recording [option] 

¢ PC connection via WLAN or USB 2.0 

e Clip thumbnail function 

e Voice memo and shot marker 

¢ Colour playback 

¢ Built-in EBU/SMPTE time code generator / 
reader (LTC/VITC user bits] 

e Built-in monitor speaker, 2 earphone outputs 

e Microphone connector with phantom power 
supply (+48 VDC on/off) 

e Built-in slot for microphone receiver 

¢ GPS unit [optional] 

¢ SDI out & IEEE1394 in/out (optional) 


DVD-RAM/R drive (optional) 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 


AJ-A95 Remote Controller (see p. 43) 

AJ-DVD850G DVD option 

AJ-MA75 19" rack mount bracket 

AJ-TS6/7/9 Telescopic slide rail 

AJ-YA755 SDI option 

AJ-YAD850G IEEE1394 option 

AU-C5 5 m/5.5 yd 9-pin RS-422A 
remote cable 

AU-ER65B Encoder remote control 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 

Power consumption 120W 

Dimensions (WxHxD) 424 x 175 x 430 mm / 
16.7" x 6.9" x 16.9" 

Weight 15 kg / 33.1 lb 


¢ Digital component recording up to data 

rate of 50 Mbps (DVCPRO50/DVCPRO/DV) 

Switchable between 625 and 525 line operation (SDI only) 
Sampling 4:2:2/13.5 MHz 

55 dB signal/noise ratio 

Five P2 card slots 

SD Memory Card slot 

Slot for DVD-RAM/R (option) 

Up to 80 minutes recording time with P2 card AJ-P2CO04HG (x5) 
Built-in EBU/SMPTE time code generator/reader 
(LTC/VITC user bits) 

Digital slow motion -1/+1 

Playlist function allows VTR-like non-linear editing 
+/-100x shuttle search speed 

3.5" colour LCD monitor 

On-screen display for easy machine set-up and operation 
4-channel PCM audio 48 kHz/16 bit 

4U rack size 


P2 SERIES 


Five P2 card slots 


Rear connector panel 


AJ-SPD850 


P2 deck (Memory Card recorder) 


CONNECTORS 

SDI in/out (BNC), optional 

IEEE1394, optional 

USB 2.0 

Ethernet 

Analogue component signals out (BNC) 
Analogue component signals in (BNC) 
Analogue composite signal out (BNC) 
Analogue audio in (XLR] 

Digital audio [BNC] 

Audio monitor (XLR L/R] 

Reference signal (BNC) 

Time code in/out (XLR) 

RS-422A machine control 

RS-232C interface 

Encoder remote control 
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AJ-PCD10 


P2 drive 


e External use as a stand-alone unit 

e Internal use on a desktop PC with 5"/12.7 cm bay 

e Five P2 card slots 

e Data transfer in high speed USB 2.0 standard 

¢ Direct editing on P2 card(s) with non-linear editing software 
e Supported by Windows XP and Windows 2000 


Stand alone application 


P2 SERIES 


STANDARD ACCESSORIES 
User’s manual 


GENERAL SPECIFICATIONS 

Power requirements 12V(11-17V) 

Dimensions (WxHxD) 148.4 x 42.5 x 199 mm / 
58.4" x 16.7" x 78.3" 

Weight 1.2 kg / 2.6 lb 


CONNECTORS 
e USB 2.0 


Desktop application (Built in P2 drive) 


P2 SERIES 


P2 card 2GB AJ-P2C002SG 30,000 times insert/removal connector reliability, with write protect switch 


P2 card 


The super-slim card that’s transforming news gathering 


¢ Solid state memory card for professional AV use 
e Records DVCPRO50, DVCPRO and DV data (MXF) 
¢ Future-proof for HD applications (e.g. DYCPROHD]) 
¢ Compliant with PC card standards (type II) 

e Plugs directly into the card slot of a laptop PC 

e Immediate use, direct access to the content 

¢ No digitizing necessary 

e Easy data transfer over a network 

e Based on the successful SD Memory Card 

¢ Compact, thin and reliable 

e Insertion/removal tests >30,000 cycles 

e Rewritable >100,000x 

¢ Anti shock / Anti vibration prooved 

e Hardware switch for write protection 

e Power consumption 1.5 W 


Category Model number Capacity Approx. recording time Data transfer 
indication speed (max.] 
DVCPRO DVCPRO50 


2GBP2card AJ-P2C002SG 2GB 8 min. 4 min. 320 Mbps 
4GBP2card AJ-P2CO04HG 4GB 16 min. 8 min. 640 Mbps 


2006 


8GBP2card AJ-P2CO08HG 8GB 32 min. 16 min. 640 Mbps 
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AJ-HDC27FE Varicam 


STANDARD ACCESSORIES 

Shoulder strap 

Adaptor for Anton/Bauer digital battery 
User’s manual 


OPTIONAL ACCESSORIES 

AJ-B75 AC adaptor 

AJ-EC3 Camera remote control 
AJ-FRC27 Frame Rate Converter (s.page 13) 
AJ-GBX27G Cine Gamma Box (s.page 13) 
AJ-HT901 Flight case 

AJ-HVF27 2° viewfinder 

AJ-MC700 Microphone kit 

AJ-MH700 Microphone holder 

AJ-SC900 Soft case 

AJ-YA27G Down converter, SDI out 
SHAN-RC700 Rain cover 

SHAN-TM700 Tripod adaptor 

WM-L30 RAMSA condenser microphone 


For lenses, tripods, batteries, battery chargers, 
AC adaptors and floodlights, see pages 64-69. 


GENERAL SPECIFICATIONS 
Power requirements 12 V (11-17 V) 
Power consumption 39 W incl. 1.5” viewfinder 


Weight puns 6.8 kg / 15 lb 
(fully operational) 


2/3" IT-3CCD HD Cinematography Camcorder with variable frame rate 


CAMERA FEATURES 

¢ Three 2/3" 1,000,000 pixel high-definition IT-3CCD image sensors 

¢ 57 shooting frame rates: 4p ... 24p, 25p ... 60 p 

e Advanced 10 bit digital signal processing 

¢ 24p shooting sensitivity: f12/2,000 lux, 50 % shutter, 640 ASA 
60p shooting sensitivity: f10/2,000 lux, 640 ASA 

e Cine-gamma function 

e Built-in scan reverse function 

e Lens for 35 mm film camera can be used with lens adaptor 

¢ Optimum colour fidelity - programmable 12 pole linear matrix 

¢ Variable shutter (synchro-scan) 

e Selectable optical filters ND, CC 

¢ 8scene files (4 using internal memory, 4 using SD Memory Card) 

¢ Adoption of film accessories possible (ARRI, Chrosziel ...) 


CAMCORDERS 


VTR FEATURES 

¢ DVCPROHD (100 Mbps) digital component 
recording 

¢ Recording format: 720/60p 

e¢ Maximum recording time: 46 minutes 

e Time lapse function 

¢ HD-SDI output (720/60p) 


The camera remote 
control unit AJ-EC3 
enables a multitude 
of camera functions 
to be set up. 


CAMCORDERS 


STANDARD ACCESSORIES AJ-FRC27 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 
AJ-YA27G Down converter, 
SDI / analogue component out 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 

Power consumption 98W 

Dimensions (WxHxD) 210 x 222 x 492 mm / 
8.3" x 8.7" x 19.4" 

Weight 15 kg / 33.1 lb 


STANDARD ACCESSORIES AJ-GBX27G 
User’s manual 


GENERAL SPECIFICATIONS 

Power requirements 11-17V 

Power consumption 25W 

Dimensions (WxHxD) 213 x 43 x 330. mm / 
Ge eI 3 GO 

Weight 3kg/6.6 lb 


AJ-FRC27 


Frame Rate Converter for Cinematography Camcorder 


AJ-FRC27 AJ-GBX27G 
The Frame Rate Converter AJ-FRC27 converts material recorded with The CineG Box AJ-GBX27G optimi 
the HD Cinematography Camcorder AJ-HDC27FE into your choice of plaveack Being Gannra TeooRdingson monitors, 


signal for post-production. plasma displays and projectors. In addition, 


To extract the true motion the Frame Rate Converter processes the the Cine Gamma Box carries out gamma 
HD/SD signals in real time for ON speed recordings. For OFF speed pre-equalization to enhance tape to film transfer. 
recordings it records to an internal HDD. This can be played back at a : 
choice of HD formats (including 1,080/25p or 50i) with simultaneous ° 1 080/23 97m dap. 500 69 94i. 60i- 
PAL SDI and analogue PAL output. 720/59.94p 60p ne Ae OE 
¢ 40 minutes recording time (100 minutes in 24p mode] * RGB gamma correction 
¢ Compression system: DVCPROHD (720/60p) 16 values (12 preset, 4 user] 
e Playback output formats: 
1,080/23.98p, 24 p, 25p, 50i, 59.94i, 60i; CONNECTORS 
720/60p, 59.94p, 24p, 25p, 30p, 60p * HD SDI in/out, analogue HD out (BNC) 
¢ RS-232C (D-sub 9-pin] 
CONNECTORS 


¢ HD SDI in/out (BNC) 

¢ SDI out (BNC], optional 

¢ Analogue composite out (BNC) 

¢ RS-422A machine control (9-pin] 


SBDoog 
Sie] a2 ]5)o) 
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SD slot for individual setups 


Connectors including HD-SDI out 


Rear connector panel 


AJ-HDX400 


2/3" IT-3CCD HD Camcorder 


CAMERA FEATURES 


Three 2/3" 1,000,000 pixel high definition IT-3CCD image sensors 
Advanced 12 bit digital signal processing 

Sensitivity: f10/2,000 lux 

Minimum illumination: 0.008 lux at 74 dB 

(super gain +48 dB, digital super gain +20 dB, line mix gain +6 dB) 
Digital super gain mode +6 dB... +20 dB 

Cine-gamma function 

Built-in scan reverse function 

Built-in gen-lock function 

Lens for 35 mm film camera can be used with lens adaptor 
Optimum colour fidelity - programmable 12 pole linear matrix 
Variable shutter (synchro-scan) 

Selectable optical filters ND, CC 

8 scene files (4 using internal memory, 4 using SD Memory Card) 
Adoption of film accessories possible (ARRI, Chrosziel ...] 


CAMCORDERS 


STANDARD ACCESSORIES 

Shoulder strap 

Adaptor for Anton/Bauer digital battery 
User’s manual 


OPTIONAL ACCESSORIES 

AJ-B75 AC adaptor 

AJ-EC3 Camera remote control 
AJ-GPS900G GPS unit 

AJ-HT901 Flight case 

AJ-HVF27 2° viewfinder 
AJ-MC700 Microphone kit 
AJ-MH700 Microphone holder 
AJ-SC900 Soft case 

SHAN-RC700 Rain cover 
SHAN-TM700 Tripod adaptor 
WM-L30 RAMSA condenser microphone 


For lenses, tripods, batteries, battery chargers, 
AC adaptors and floodlights, see pages 64-69. 


GENERAL SPECIFICATIONS 


Power requirements 12V (11-17 V) 

Power consumption 39 W incl. 1.5” viewfinder 

Weight Approx. 6 kg / 13.2 lb 
(fully operational) 


VTR FEATURES 
¢ DVCPROHD LP (100 Mbps) digital component 
recording 
¢ Recording format: 1080/50i, 25 fps 
e¢ Maximum recording time: 
33 minutes with M cassette 
e Time lapse function 
¢ HD-SDI output (720/60p) 
¢ Pre-recording function (approx. 10 seconds) 
¢ Optional GPS recording 
e Slot for wireless microphone receiver 
¢ Shoulder pad (one touch slide - 
max. 30 mm in 10 steps) 


PLANET EARTH 


BIBIC 


Major natural history co-production 


One of the BBC’s great centres of production is in Bristol, home 
to its internationally renowned natural history unit. The unit’s 
output, including many documentaries co-produced with US 
company Discovery, attract large international audiences. 

One 12 part series called Planet Earth is currently being shot 
primarily with Varicam, with their variable frame rate feature 
widely in use. Specialist cameramen know which is the best 
speed for a particular animal to make it look better on screen. 
The series has already been in production for over 12 months 
and involved more than 40 specialist freelance cameramen and 
women at various times. Planet Earth is due to air in 2006. 


LET’S INVEST IN CHILDREN 


unicef¢® 


UNICEF in Spain uses the power of film 


UNICEF in Spain is using short films specially commissioned to 
support its work. The project is called “Take 5, Action: Let’s 
Invest in Children”, and five well-known Spanish directors have 
been commissioned by UNICEF in Spain working together 

with Tus Ojos Productions. Each short uses dramatic fiction to 
highlight the work of UNICEF in areas such as Aids, education of 
girls, immunisation and child exploitation. Panasonic Spain is 
heavily supporting the project and has signed a collaboration 
agreement with UNICEF in Spain and Tus Ojos Productions. It is 
lending high definition equipment including Varicam cameras 
and is also providing technical support to the production teams. 


TANGO PASSION 


75 hours of Varicam 


Using the Varicam, more than 75 hours of material has been 
shot in Argentina by German cameraman Helmut Fischer. 
The theme - the tango of course. Fischer was amazed by the 
possibilities Varicam offered because “portraying the tango on 
film means using images to express all the emotions, feelings 
and sensuality between man and woman’. The Varicam’s high 
illumination was extremely helpful, with many scenes shot in 
low light. The amount of data produced was immense, with a 
total of 1.5 Terabytes in the DV format. In the end three hours 
of uncompressed HD material were edited for the final cut. 


CAMCORDERS 


Varicam 


Successful all over the world 


Cameraman Huw Cordey in the Gobi Desert 


The films for UNICEF are being shown in Spanish 
cinemas to help finance UNICEF projects. 


HD in black & white is a stylistic film device that 
creates an impressive documentary effect. 


SD Memory Card for setups 


AJ-SDX900 


2/3" 3IT-CCD Cinematography Camcorder (16:9/4:3) 


CAMERA FEATURES 

¢ Three 2/3" 600,000 pixel IT CCD image sensors 

e Fully supports 25p shooting mode 

e Cine-like gamma 

¢ Digital signal processing with newly developed 
matrix colour correction 

¢ 12 bit A/D quantization 

e 2,000 lux sensitivity at f13 

¢ Minimum illumination: 0.01 lux (at f1.4 / 48 dB and 20 dB) 

¢ Digital menu-controlled camera set-up 

¢ Automatic white/black balance 

¢ Switchable from 16:9 to 4:3 

e Synchro-scan for flicker-free recording from data monitors 

e EBU colour bar generator 

¢ Gain selection up to +68 dB (digital super gain) 

¢ Built-in gen-lock function 

¢ Bayonet mount for 2/3" lenses 

¢ Optical filter wheel (ND, CC) 

e Individual camera configuration with up to 8 preset files 
(4 stored in camera memory, 4 on SD Memory Card) 


CAMCORDERS 


STANDARD ACCESSORIES 

Shoulder strap 

Adaptor for Anton/Bauer digital battery 
User’s manual 


OPTIONAL ACCESSORIES 
AJ-B75 AC adaptor 
AJ-EC3 Camera remote control 
AJ-GPS900G GPS unit 
AJ-HT901 Flight case 
AJ-MC700 Microphone kit 
AJ-MH700 Microphone holder 
AJ-QVF901G Mounting adaptor for 

5" viewfinder 
AJ-RC900 Camera RCU 
AJ-SC900 Soft case 
AJ-VF15B 1.5" viewfinder (high le 4:3) 
AJ-VF20WB 2” viewfinder (16:9/4:3) 
AJ-VF53 5" studio viewfinder (16:9/4:3) 
AJ-YA902G SDI output board 
AJ-YA903G Pre-recording board 
RP-SDO64BE-A SD Memory Card 
SHAN-RC700 Rain cover 
SHAN-TM700 Tripod adaptor 


For lenses, tripods, batteries, battery chargers, 
AC adaptors and floodlights, see pages 64-69. 


GENERAL SPECIFICATIONS 

Power requirements 12V(11-17V) 

Power consumption 29 W incl. viewfinder 
Weight Approx. 6.7 kg / 14.8 lb 


VTR FEATURES 

¢ Digital 50 Mbps component recording 
(switchable to 25 Mbps) 

e 4-channel PCM audio recording with 88 dB 
dynamic range 

¢ Supports UMID metadata recording 

e Scene control at the touch of a button 

e Colour playback 

¢ Built-in EBU/SMPTE time code generator / 
reader (LTC/VITC user bits] 

e Built-in monitor speaker, 2 earphone outputs 

e Microphone connector with phantom power 
supply (+48 VDC on/off) 

e Built-in slot for microphone receiver 

¢ GPS unit (optional) 

¢ Pre-recording function (optional) 

¢ SDI out (optional) 


Side panel with SD slot 


CAMCORDERS 


Rear panel connectors IEEE1394 and BNC connectors 


STANDARD ACCESSORIES 

Shoulder strap 

Adaptor for Anton/Bauer digital battery 
User’s manual 


OPTIONAL ACCESSORIES 

AJ-B75 AC adaptor 

AJ-EC3 Camera remote control 
AJ-GPS900G GPS unit 

AJ-HT901 Flight case 

AJ-MC700 Microphone kit 


AJ-MH700 Microphone holder 
AJ-QVF901G Mounting adaptor for 

5" studio viewfinder 
AJ-SC900 Soft case 
AJ-VF15B 1.5" viewfinder (high grade 4:3) 
AJ-VF20WB 2" viewfinder (16:9/4:3) 
AJ-VF53 5" studio viewfinder (16:9/4:3) 
RP-SD064BE-A SD Memory Card 
SHAN-RC700 Rain cover 
SHAN-TM700 Tripod adaptor 
WM-L30 Ramsa condenser microphone 


For lenses, tripods, batteries, battery chargers, 
AC adaptors and floodlights, see pages 64-69. 


GENERAL SPECIFICATIONS 

Power requirements 12V(11-17V) 

Power consumption 25 W including viewfinder 

Weight Approx. 6.7 kg / 14.8 lb 
(fully operational) 


AJ-SDC905 


2/3" 3IT-CCD Camcorder with 50/25 Mbps recording and IEEE1394 (16:9/4:3) 


CAMERA FEATURES 
¢ Three 2/3" 600,000 pixel IT CCD image sensors 
¢ Digital signal processing with newly developed 
matrix colour correction 
¢ 12 bit A/D quantization 
e 2,000 lux sensitivity at f13 
¢ Digital menu controlled camera set-up 
¢ Automatic white/black balance, ATW [auto tracking white) balance 
¢ Switchable from 16:9 to 4:3 
¢ Synchro-scan for flicker-free recording from data monitors 
e EBU colour bars 
¢ Digital super gain 
¢ Built-in gen-lock function 
¢ Bayonet mount for 2/3" lenses 
¢ Combined optical filter wheel (ND, CC] 


¢ Individual camera configuration (can be stored on SD Memory Card) 


VTR FEATURES 


¢ Digital 50 Mbps component recording 
(switchable to 25 Mbps) 

e 4-channel PCM audio recording with 88 dB 
dynamic range 

¢ Supports UMID metadata recording 

¢ Scene control at the touch of a button 

¢ Colour playback 

e Pre-recording function 

e Interval recording function 

e |EEE1394 interface 

¢ Built-in EBU/SMPTE time code generator / 
reader (LTC/VITC user bits] 

e Built-in monitor speaker, 2 earphone outputs 

e Microphone connector with phantom power 
supply (+48 VDC on/off) 

e Built-in slot for microphone receiver 

¢ GPS unit [optional] 

¢ Pre-recording function (optional) 

¢ SDI out (optional) 
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IEEE1394 interface 


AJ-SDC615 


2/3" IT-3CCD Camcorder with IEEE1394 


CAMERA FEATURES 

¢ Three 2/3" 600,000 pixel IT CCD image sensors 

¢ Horizontal resolution of 750 lines 

¢ 62 dB signal/noise ratio (typical) 

e 2,000 lux sensitivity at f13 

¢ Minimum illumination 0.01 lux at f1.4/+48 dB 

¢ Digital menu-controlled camera set-up via jog dial menu 

¢ 12 bit digital signal processing 

¢ Automatic white/black balance, ATW [auto tracking white) balance 
e 6 step electronic shutter 

(1/60, 1/120, 1/250, 1/500, 1/1000, 1/2000 sec.) 
Synchro-scan for flicker free recording from data monitors 
EBU colour bar generator 

Programmable gain from -3 to +30 dB 

Super Gain up to +48 dB 

Optical 4-position filters (ND/CC) 

Built-in gen-lock function 

Four user scene files 

Bayonet mount for 2/3” lenses 


CAMCORDERS 


STANDARD ACCESSORIES 
Adaptor for Anton/Bauer digital battery 
User’s manual 


OPTIONAL ACCESSORIES 

AJ-B75 AC adaptor 

AJ-EC3 Camera remote control 
AJ-GPS900G GPS unit 

AJ-HT901 Flight case 

AJ-MH700 Microphone holder 


AJ-QVF901G Mounting adaptor for viewfinder 
AJ-SC900 Soft case 

AJ-VF15B 1.5" viewfinder (high grade 4:3) 
AJ-VF53 5" studio viewfinder 
RP-SD064BE-A SD Memory Card 

SHAN-RC700 Rain cover 

WM-L30 RAMSA condenser microphone 


For lenses, tripods, batteries, battery chargers 
AC adaptors and floodlights, see pages 64-69. 


GENERAL SPECIFICATIONS 


Power requirements 12V (11-17 V) 

Power consumption 24 W 

Weight Approx. 5 kg / 11 lb 
(fully operational) 


VTR FEATURES 


Digital component recording 

55 dB signal/noise ratio 

PCM audio recording with 85 dB dynamic range 
Maximum recording time of 66 minutes with 
M cassette 

Built-in EBU/SMPTE time code generator / 
reader (LTC/VITC user bits] 

Full colour playback without adaptor 
Built-in monitor speaker 

Microphone connector with phantom 

power supply [48 V DC on/off) 

Interval recording function 

Slot for wireless microphone 


CAMCORDERS 


STANDARD ACCESSORIES 

Tripod adaptor SHAN-TM700 

Built-in microphone 

Adaptor for Anton Bauer digital battery 
User’s manual 


OPTIONAL ACCESSORIES 
AG-QVF200 Mounting kit for AJ-VF53 

and WV-VF65 
AG-VF5 1.5" viewfinder (standard) 
AJ-B75 AC adaptor 
AJ-EC3 Camera remote control 
AJ-MH700 Microphone holder 
AJ-SC900 Soft case 
AJ-VF10 1.5" viewfinder (standard) 
AJ-VF15B 1.5" viewfinder (high grade 4:3) 
AJ-VF53 5" studio viewfinder (standard) 
AJ-YA711 Interface for WV-VF65 
SHAN-RC700 Rain cover 
WM-L30 RAMSA condenser mike 
WV-VF65B 5" studio viewfinder (standard) 


For lenses, tripods, batteries, battery chargers 
AC adaptors and floodlights, see pages 64-69. 


GENERAL SPECIFICATIONS 
Power requirements 12V(11-17V) 
Power consumption 20 W 


Weight piles 5 kg/ 11 lb 
(fully operational) AJj-D41 0A 


1/2" IT-3CCD Camcorder with 184 minute recording time 


CAMERA FEATURES VTR FEATURES 
¢ Three 1/2" 480,000 pixel IT CCD image sensors ¢ Digital component recording 
¢ Horizontal resolution of 800 lines ¢ 55 dB signal/noise ratio 
© 62 dB signal/noise ratio (typical) e PCM audio recording with 85 dB dynamic range 
e 2,000 lux sensitivity at f11 e Maximum recording time of 184 minutes with 
¢ Minimum illumination 0.5 Lux (f11/+36 dB] L cassette 
¢ Digital menu-controlled camera set-up via jog dial menu ¢ Time lapse function 
e 16 bit digital signal processing ¢ Built-in EBU/SMPTE time code generator / 
¢ Automatic white/black balance, ATW (auto tracking white) reader (LTC/VITC user bits) 
e 6step electronic shutter e Full colour playback without adaptor 
(1/60, 1/120, 1/250, 1/500, 1/1000, 1/2000 sec.) e Built-in monitor speaker 
e Synchro-scan for flicker free recording from data monitors e Microphone connector with phantom 
¢ EBU colour bar generator power supply (48 V DC on/off) 
¢ Gain up to +36 dB 
¢ Optical 4-position filters (ND/CC] 
e Built-in gen-lock function 
e Backlight correction at the touch of a button 
¢ Quick focus 
¢ Scene memory 
¢ Bayonet mount for 1/2” lenses 
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ZOE zoom grip 


AG-DVX100A 


1/3" IT-3CCD MiniDV Camcorder with 25p recording rate 


CAMERA FEATURES 
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Three 1/3" 470,000 pixel IT CCD image sensors 
(interlaced and progressive scan] 

Switchable camera frame rate of 25p/50i 

Leica Dicomar™ lens F32.5-325 mm / 1.3"-12.8" with 
optical 10x zoom 

Digital zoom functions 

2,000 lux sensitivity at f11 

Optical image stabilizer 

Gain of up to +18 dB 

Automatic white balance, ATW (automatic tracking white) balance 
0.44" electronic viewfinder (colour/black&white mode) 
3.5" LC display (200,000 pixel) 

Manual and automatic focus [for 25p and 50i) 

Manual and automatic iris 

Two optical ND filters 


CAMCORDERS 


The STASIS shoulder tripod with 
Gold Mount adaptor for use with 
professional Anton/Bauer batteries. 
Combination with Monopod tripods 
(for example from Sachtler) is also 
possible. For further information, 
please visit www.antonbauer.com 


STANDARD ACCESSORIES 
Charger 

AC adaptor 

AC cable 

Large eye cup 

Lens cap 

Battery (5.4 Ah) 

IR remote controller 
MiniDV Master Series tape 
Shoulder strap 

User's manual 


OPTIONAL ACCESSORIES 

AG-B15 AC adaptor 
AG-HT100G Flight case 
AG-LA7200G 16:9 conversion lens 
AG-LW7208G 0.8x wide angle lens 
AG-MC100G XLR microphone 
AG-SC100G Soft case 


CGR-D16SE/1B 
CGP-D28SE/1B 
CGA-D54SE/1B 


Battery (1.6 Ah) 
Battery (2.8 Ah) 
ey (5.4 Ah) 


QR-DVX Anton/Bauer battery adaptor 
VW-CD1 IEEE1394 cable 

ZOE-DVX Zoom grip 

GENERAL SPECIFICATIONS 

Power requirements  12V(10.5-17 V) 


Power consumption 6W 
Weight rae 2 kg / 4.4 lb 
(fully operational) 


VTR FEATURES 

¢ Digital component recording 

e Recording time of 83 minutes with 
MiniDV cassette 

e PCM audio recording 

e Manual audio level control, 
(separate control for channels 1 and 2) 

¢ Complete drive functions 

¢ Microphone/line in (XLR], 2-channel 

e Microphone connector with 48 V phantom 
power supply 

¢ Digital in/out IEEE1394 (4-pin] 

¢ Composite in/out (RCA) 

¢ Y/C out 

¢ Audio out (RCA L/R}) 

¢ EBU/SMPTE time code 
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AG-DVX100A: The Highlights 


25p shooting functions for professionals 


The 25p images are split into two frames and recorded onto tape in 

the standard 50i TV format. With 25p mode and cine-like gamma, the 
AG-DVX100A lets you produce video images that closely replicate film 
images, with a depth not previously possible. Acting on requests from 
professional users, the AG-DVX100A provides several functions that make 
shooting easier in 25p progressive mode, with features including focus 
assist for both 25p and 50i, gain up (+12 dB), colour bar display and output. 


Scene file dial provides quick, easy setup 


Set this dial (see right) for any particular shooting conditions, and later you 
can retrieve the setting instantly. Six preset (F1 to Fé) files are provided. 
You can change any of the six file names and their settings as desired, for 
example F1: Standard settings, F2: Indoor shooting under fluorescent lights, 
F3: Highlighting subjects at receptions, dinners, and other gatherings, 

F4: Enhanced gradations of luminance in low light scenes, 

F5: 25p mode + Cine-like-V gamma, and Fé: 25p mode + Cine-like-D gamma. 


XLR audio input with +48 V phantom power supply 


In addition to built-in stereo microphones, the AG-DVX100A is equipped 
with two XLR audio input terminals with a 48 V phantom power supply for 
broadcast use. The terminals are positioned low on the camera to minimize 
the possibility of the cables being snagged when a hand mike is in use. 
Both input 1 and input 2 can be switched between line and mike. In addition 
the AG-DVX100A has the same kind of large level-adjustment dials as 
DVCPRO camcorders. Audio gain level control can be turned on and off. 


Large electronic viewfinder and LCD monitor 


The large viewfinder is easy to see through, even when viewing at a 

slight distance, and it tilts upward 100° for easy low-angle shots. The 
AG-DVX100A also adds a B/W display mode, detail {peaking} function, and 
image adjustment menu. The large 3.5" colour LCD monitor rotates 270°. 
This improves shooting flexibility by making it easier to monitor high-angle 
shots or self-recordings. The display is bright, too, for easy viewing when 
monitoring images or selecting the menu settings. 


External backup with IEEE1394 synchro lock function 


The AG-DVX100A features an IEEE1394- 
compliant terminal that makes it easy to 
upload data to a PC and dub onto a DV 


recorder (e.g. AG-DV2500). The terminal Digital A/V 
also has a new synchro lock function that EWS AEE 


lets users start the AG-DVX100A remotely 


Fae : AG-DVX100A 
and stop it via an external DV device. 


BT-LS1400 
SD LSD Monitor 


DV recorder 


DV cable (4P-4P) 
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AG-DVC60 


1/4" IT-3CCD MiniDV Camcorder with IEEE1394 


CAMERA FEATURES 


Three 1/4" 470,000 pixel IT CCD image sensors 

(interlaced and progressive scan] 

Switchable camera frame rate of 25fps/50i 

16:9 wide recording 

16x optical zoom lens F1.6 (f4.1-65.6 mm, 

35 mm equivalent 39.5 - 635 mm] 

Digital zoom functions 

Optical image stabilizer 

12 bit digital signal processing and RGB gamma processor 
Zero lux IR mode (super nighttime shooting system] 
High-sensitivity slow shutter 

Minimum illumination: 4 lux/F1.6 (+18 dB gain) 
Synchro-scan for flicker free recording from data monitors 
Full colour bar 

Automatic white/black balance, ATW (auto tracking white) balance 
0.44" electronic viewfinder 

2.5" LC display 

Manual and automatic focus 

Manual and automatic iris 

Internal stereo microphone 

Internal speaker 


CAMCORDERS 


STANDARD ACCESSORIES 
AC adaptor with charger 
AC cable 

Lens cap 

Battery (1.6 Ah) 

IR remote controller 
MiniDV tape 

Shoulder strap 

User's manual 


OPTIONAL ACCESSORIES 

AG-B15 AC adaptor 

AG-LW4307 0.7x wide angle lens (49 mm) 
AG-MC15P Stereo microphone 
AG-YRL30G IR light 


CGR-D16SE/1B 
CGP-D28SE/1B 
CGA-D54SE/1B 


Battery (1.6 Ah) 
Battery (2.8 Ah) 
Battery (5.4 Ah) 


QR-DVC10 Anton/Bauer battery plate 
VW-CD1 IEEE1394 cable 
ZOE-DVX Zoom grip 


GENERAL SPECIFICATIONS 


Powerrequirements 7.9V 

Power consumption 7.4 W (LCD on) 

Dimensions (WxHxD) 211 x 224 x 431 mm 
Sromxco Omexe| 2 Ole 

Weight Approx. 2.6 kg / 6.0 lb 
(fully operational) 


VTR FEATURES 

¢ Digital component recording 

e Recording time of 90 minutes with 
MiniDV cassette 

e PCM audio recording 

e Manual audio level control, 

(separate control for channels 1 and 2) 

Complete drive functions 

Microphone in (stereo mini jack) 

Audio in (XLR), 2-channel 

Digital in/out IEEE1394 

Composite in/out (RCA) 

EBU/SMPTE time code 

Audio in/out (RCA L/R) 

Y/C in/out 

Phones [stereo mini jack) 

Remote (mini jack] 


CAMCORDERS 


180° reversible LCD monitor 


3.5" colour LCD monitor 


Easy-to-operate control panel 


STANDARD ACCESSORIES 


AC adaptor 

AC cable 

AV cables 
Large eye cup 
Lens hood 
Lens cap 
Handle 

Battery (1.6 Ah) 


Wireless remote controller 


Shoulder strap 
User’s manual 


OPTIONAL ACCESSORIES 


AG-B15 
AG-HT30G 
AG-LW4307 
AG-MC15P 
AG-MC100 
AG-MYA30G 
AG-SC100G 
AG-YRL30G 
CGR-D16SE/1B 
CGP-D28SE/1B 
CGA-D54SE/1B 
VW-CD1 


GENERAL SPECIFICATIONS 
Power requirements 
Power consumption 


AC adaptor 
Flight case 
0.7x wide angle lens 
Stereo microphone 
XLR microphone 
XLR microphone adaptor 
Soft case 

IR light 

Battery (1.6 Ah) 

Battery (2.8 Ah) 

Battery (5.4 Ah) 
IEEE1394 cable 


TaN 
5 W (with viewfinder) 


mean febioe ahae rel AG-DVC30 
1/4" IT-3CCD MiniDV Camcorder with IEEE1394 
CAMERA FEATURES VTR FEATURES 
¢ Three 1/4" 470,000 pixel IT CCD image sensors ¢ Digital component recording 
(interlaced and progressive scan] * Recording time of 83 minutes with 
e Switchable camera frame rate of 25fps/50i MiniDV cassette 
e Leica Dicomar™ lens F39.5-632 mm / 1.3"-12.8" with * PCM audio recording 
optical 16x zoom (compared with 35 mm) e Manual audio level control, 

* Digital zoom functions (24x, 160x) (separate control for channels 1 and 2] 

: meee and RGB gamma processor ‘ Complete drive functions . 

fo i acre ° Microphone/line in (XLR], 2-channel (optional) 

* Built-in IR light for 5 m (16 ft) shooting distance ° ee 

e Synchro-scan for flicker free recording from data monitors 'P 

e SMPTE colour bars pe nou 

e 4 internal preset files = sudio injatt nee UR] 

¢ 3 user-assignable buttons * EBU/SMPTE time code 5 

e 0.44" electronic viewfinder B 

e 3.5" LC display 3 

¢ Professional audio quality with XLR [optional] 2 

e Manual and automatic focus 2 

e Manual and automatic iris 8 

* Internal speaker e 
2 
3 
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Workflow of DVCPROHD material 


Shooting 


The Varicam AJ-HDC27FE is the first digital camcorder to deliver slow 
motion and time lapse effects while shooting. As a result the Varicam is 
now used in film productions, documentaries, commercials and music 


' A clips, in addition to fields such as presentation and scientific production. 
AJ-HDC27FE 


Editing (conventional and IEEE1394) “> 


WH) 


The VIRs AJ-HD1700 and AJ-HD1200A are the key to easy 
editing of HD material. While the AJ-HD1700 transfers 
signals into HD-SDI, the AJ-HD1200A is the world’s first VIR 
to offer HD input and output via an IEEE1394 digital interface. 


AJ-HD1700A AJ-HD1200A 


Conversion > fi 


The Frame Rate Converter AJ-FRC27 converts material recorded with the 
Varicam into your choice of signal for post-production. To extract the true 
motion the converter processes the HD/SD signals in real time for ON 
speed recordings. For OFF speed recordings it records to an internal HDD. 


AJ-FRC27 


Mastering > A 


The HD-D5 Studio VTR AJ-HD3700BE is the key to professional mastering 
in the HD studio. HD-D5 has already established itself as the de-facto 
mastering standard in Hollywood. In Europe major production houses use 
this outstanding VTR for high-end mastering too. 


AJ-HD3700BE 


Cine workstation > A 


CineWave from Pinnacle is an example of perfect software for uncompressed 
HD post-production. It delivers complete support for all frame rates 
including overcrank and undercrank video with the Varicam, as well as 
native IEEE1394 capture of DVCPROHD directly from the AJ-HD1200A. 


HD Mastering 


Video to film > A 


In the digital domain, creative image manipulation possibilities are 
unlimited. For this reason, film recorders have bridged the gap between 
digital post production and the analogue film processing chain for further 
cinema release. One of the popular systems is the Arri laser film recorder. 


Arri laser 


24 _— LSE SSS 
VTRs 


VTRS 


Rear connector panel 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 
AJ-MA37 19” rack mount bracket 


GENERAL SPECIFICATIONS 

Power requirements 100-120 V, 220-240 V, 
50/60 Hz (switchable) 

Power consumption 330 W 

Dimensions (WxHxD) 424 x 220 x 520 mm/ 
16.2 a x 205" 


Weight 35 kg / 77.2 lb 
AJ-HD3700BE 
1/2" multi-format digital HD/SD Studio VTR 
e Records and plays all HDTV formats, including CONNECTORS 
1080/59.94i, 720/59.94p, 1080/23.98p (sf), 1080/24p (sf), 1080/50i, ¢ Video HD/SDI (BNC], SD/SDI (BNC) 
¢ Built-in up/down converter * Digital audio AES/EBU (BNC) 
e 


Maximum recording times with AJ-D5C124LP: 
124 min. - 1080/59.94i, 720/59.94p, 480/59.94i 
155 min. - 1080/24p, 1080/23.98p (sf}, 1080/24p [sf], 1080/23.98p 


¢ Audio analogue in/out, 4-channel (XLR] 
e Audio monitor (XLR) 


149 min. - 1080/50i, 1080/25p, 1080/25p (sf) * Cue in/out (XLR] 
112 min. - 576/50i e Reference signal (BNC) 
¢ Standard HD/SDI [according to SMPTE-292M] *¢ Time code in/out (XLR] 
¢ Full 4:2:2 bandwidth (no pre-filtering) ¢ RS-422A machine control 
¢ Full resolution 10 bit recording e RS-232C interface 
e Simultaneous HD and SD signal outputs e Headphones (6.35 mm jack) 
e 


8-channel digital audio for 5.1 surround sound and stereo, 
24 bit/48 kHz (HD and SD) 

Dolby™ E compatibility 

Supports meta data without sacrificing audio capabilities 
Slow motion [-1 to +2x ] 

Playback compatibility with D5 (625 and 525 lines) 
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Rear connector panel Audio controls Built in 3.5“ LCD monitor 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 

AJ-CS455 Mini-DV cassette adaptor 
AJ-MA75 19° rack mount bracket 
AJ-UC1700G SD up converter 
AJ-VNC150 VANC board 

AJ-YAC150 SDTI interface 

AU-C5 5m 9-pin RS-422A 


remote cable 


GENERAL SPECIFICATIONS 

Power requirements 100-240 V, 50/60 Hz 

Power consumption 240 W 

Dimensions (WxHxD) 424x175 x 449 mm/ 
16.7" x 6.9" x 17.7" 


Weight 22 kg / 48.5 lb 


AJ-HD1700 


HD Studio VTR with maximum recording time of 126 minutes 


Records and plays HDTV formats: CONNECTORS 

1080/60i, 1080/50i, 720/60p HD/SDI in/out (BNC) 

¢ Direct playback of “ON” speed (24 fps or 25 fps) Varicam recordings HD reference signal in/out (BNC) 
Plays back DVCPROHD, DVCPRO50, DVCPROP, DVCPRO, SD reference signal in/out (BNC) 
DV, MiniDV and DVCAM™ material Analogue composite out (BNC] 

¢ Up to 126 min. recording time with XL cassette Analogue audio in/out (XLR} 

(92 min. with L cassette] Digital audio AES/EBU (BNC) 
Standard HD/SDI (according to SMPTE-292M}) Cue in/out (XLR) 

Built-in up/down converter Time code in/out (XLR]) 

Optional up converter for SD input signals RS-422A machine control (9-pin] 
Digital 8-channel recording for 5.1 surround sound and stereo RS-232C interface (D-sub 25-pin) 
Supports UMID meta data Parallel in/out (50-pin) 

100x jog/shuttle Encoder remote control (15-pin) 
Audio control in jog mode 

Slow motion [-1 to +2x) 

Front panel features high resolution LCD monitor (200,000 pixel) 


VTRs 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 
AJ-A95 Remote Controller (see p. 43) 


AJ-CS455 Mini-DV cassette adaptor 
AJ-YA120AG SDI HD in/out board and 
SDI SD out board 
AJ-YAD120AG IEEE1394 interface 
AU-C5 5m 9-pin RS-422A 


remote cable 


GENERAL SPECIFICATIONS 

Power requirements 100-240 V, 50/60 Hz 

Power consumption 97\N 

Dimensions (WxHxD) 214 x 132 x 430 mm / 
Le KBD” x 1a. 


Weight 8.2 kg / 18.1 lb 


VTRS 


Rear connector panel 


AJ-HD1200A 


DVCPROHD Player/Recorder with optional interfaces (e.g IEEE1394) 


Records and plays HDTV formats (with optional board): 
1080/60i, 1080/50i, 720/60p 

Direct playback of “ON” speed (24 fps or 25 fps) Varicam recordings 
Plays back DVCPROHD, DVCPRO50, DVCPROP, DVCPRO, 

DV, MiniDV and DVCAM™ material 

Up to 92 min. HD recording time with L cassette 

Standard HD/SDI (according to SMPTE-292M) 

Built-in HD/SD down converter (for composite/component out) 
Optional up converter for SD input signals 

Built in SMPTE time code generator/reader 

Digital 8-channel recording for 5.1 surround sound and stereo 
Auto back function for seamless recording 

Rec-inhibit switch 

TAPE/EE output selector 

Headphone output with volume control 

¢ AC/DC 12 V operation 


CONNECTORS 

¢ HD SDI in/out (BNC), optional 

¢ Reference in/out (BNC}, loop through (BNC) 
¢ 2x SD SDI video (BNC), optional 

¢ SDI SD video (BNC), optional 

¢ HD component out (3 x BNC) 

¢ 2x SD composite (BNC] 

¢ Analogue audio in (XLR], optional 

¢ Analogue audio out (XLR] 

¢ Digital audio AES/EBU in/out (BNC) 
via HD SDI/SD SDI, optional 
Phones (Mé jack] 

IEEE1394 in/out (optional) 

Time code in/out (BNC) 

RS-422A machine control (9-pin] 
DC out (for AJ-A95) 

DC in (4 pin) 
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AJ-SD965 


50 Mbps XL cassette Studio VIR 


¢ Digital component recording at a data rate of 50 Mbps 
(switchable to 25 Mbps) 

2x playback of DVCPRO material via SDTI interface 
Switchable between 625 and 525 line operation 
Sampling 4:2:2/13.5 MHz 

60 dB signal/noise ratio 

Up to 126 minutes recording time with 

XL cassette AJ-5P126XG (DVCPRO50) 

Playback of DV and DVCAM™ cassettes 

(auto format playback function) 

Built-in EBU/SMPTE time code generator/reader 
(LTC/VITC user bits) 

Digital slow motion +/-0.43/0.5/0.75 

+/-32x shuttle search speed 

+/-50x rewind speed 


Built-in two machine edit controller 
4-channel PCM audio 48 kHz/16 bit 
Integrated 3.5" LCD monitor on front panel 
UMID meta data support 

TSO function -0.7 to +1.3 (tape speed override) 
WFM [wave form monitor) function 
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On-screen display for easy machine set-up and operation 
Channel condition display enables easy error rate supervision 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 
AJ-A95 Remote Controller (see p. 43) 
AJ-CS455 MiniDV cassette adaptor 
AJ-MA75 19” rack mount bracket 
AJ-TS6/7/9 Telescopic slide rail 
AJ-YA931G Analogue input interface 
AJ-YAC930G SDTI interface (SMPTE-305.2M) 
AJ-YAD955G IEEE1394 interface 
AU-C5 5m 9-pin RS-422A 

remote cable 
AU-ER65B Encoder remote control 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 

Power consumption 125W 

Dimensions (WxHxD) 424 x 175 x 415 mm / 
1G BOD SNES” 


Weight 17 kg / 37.5 lb 


CONNECTORS 

SDI in/out (BNC) 

SDTI in/out for DVCPRO/DVCPRO50 (optional) 
Digital audio AES/EBU in/out (BNC) 
IEEE1394 in/out (optional) 

Analogue component signals out (BNC) 
Analogue component signals in (BNC), optional 
Analogue composite signal out (BNC) 
Analogue composite signal in (BNC), optional 
Analogue audio in/out (XLR) 

Audio monitor (XLR L/R] 

Reference signal (BNC) 

Time code in/out (XLR) 

RS-422A machine control 

RS-232C interface 

25-pin parallel control 

Encoder remote control 


VTRs 


VTRS 


Rear connector panel 
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STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 

AJ-A95 Remote Controller (see p. 43) 
AJ-CS455 MiniDV cassette adaptor 
AJ-MA75 19” rack mount bracket 
AJ-TS6/7/9 Telescopic slide rail 
AJ-YA955 Analogue interface for 525 line 


component/composite input 
(10 bit digital quantization) 

AJ-YA956 Analogue interface for 625 line 
component/composite input 
(10 bit digital quantization) 

AJ-YA957 Analogue interface for 625 line 
component/composite input 
(8 bit digital quantization 

AJ-YA958 Analogue interface for 525 line 
component/composite input 
(8 bit digital quantization 


AJ-YAC960 SDTI interface (SMPTE-305.2M) 
AU-C5 5m 9-pin RS-422A 

remote cable 
AU-ER65B Encoder remote control 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 
Power consumption 300W 

Dimensions (WxHxD) fee x 175 x 415 mm / 


TP x69" x 163 
Weight 20 kg / 4é.1 lb AJ-D960 


50 Mbps Studio VTR with extended slow-motion and DV playback 


¢ Digital component recording at a data rate of 50 Mbps CONNECTORS 
(switchable to 25 Mbps) ¢ SDI in/out (BNC) 
e 2x playback of DVCPRO50 material via SDTI interface ¢ SDTI in/out for DVCPRO/DVCPRO50 
¢ Switchable between 625 and 525 line operation with 2x playback (optional) 
¢ Sampling 4:2:2/13.5 MHz Digital audio AES/EBU (XLR] 
¢ 60 dB signal/noise ratio Analogue component signals out (BNC) 
e Up to 92 minutes recording time with cassette AJ-5P92L Analogue component signals in (BNC}, optional 
e 


Playback of DV and DVCAM™ cassettes 

(auto format playback function) 

¢ Built-in EBU/SMPTE time code generator/reader 
(LTC/VITC user bits) 

Digital slow motion -1/+2 

+/-32x shuttle search speed 

+/-50x rewind speed 

On-screen display for easy machine set-up and operation 
Channel condition display enables easy error rate supervision 
Built-in two machine edit controller 

Built-in audio memory for cross dubbing 

Teletext recording 

4-channel PCM audio 48 kHz/16 bit 


Analogue composite signal out (BNC) 
Analogue audio (XLR] 

Audio monitor (XLR L/R) 

Reference signal (BNC) 

Time code in/out (XLR) 

RS-422A machine control 

RS-232C interface 

25-pin parallel control 

Encoder remote control 
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Illuminated jog/shuttle dial 


Rear connector panel 


AJ-SD955B 


50 Mbps Studio VTR with built-in two machine edit controller 


e 


e 


e 


eeeeeeee 


Digital component recording at a data rate of 50 Mbps 
(switchable to 25 Mbps) 

Sampling 4:2:2/13.5 MHz 

60 dB signal/noise ratio 

Up to 92 minutes recording time with cassette AJ-5P92L (50 Mbps} 
Playback of DV, DVCPRO, DV, MiniDV and DVCAM™ cassettes 
(auto format playback function) 

Switchable between 625 and 525 line operation 

Supports UMID metadata 

Built-in EBU/SMPTE time code generator/reader 

(LTC/VITC user bits) 

Digital slow motion -0.43x to +0.43x, +0.6x, +0.75x in all formats 
+/-32x shuttle search speed 

+/-50x rewind speed 

Illuminated jog/shuttle dial 

Digital audio monitoring during jog/shuttle operation 
On-screen display for easy machine set-up and operation 
Channel condition display enables easy error rate supervision 
Built-in two machine edit controller 

4-channel PCM audio 48 kHz/16 bit 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 


AJ-A95 Remote Controller (see p. 43) 

AJ-CS455 MiniDV cassette adaptor 

AJ-MA75 19" rack mount bracket 

AJ-TS6/7/9 Telescopic slide rail 

AJ-YA932G6 Analogue interface for 625 line 
component/composite input 

AJ-YAC930G SDTI interface (SMPTE-305.2M) 

AJ-YAD955G IEEE1394 interface 

AU-C5 5m 9-pin RS-422A remote cable 

AU-ER65B Encoder remote control 


GENERAL SPECIFICATIONS 


Power requirements 
Power consumption 
Dimensions (WxHxD) 


Weight 


220-240 V, 50/60 Hz 
120 W 


424 x 175.5 x 430 mm / 
16.7" x 6.9" x 16.9" 


15 kg / 33.1 lb 


CONNECTORS 


SDI in/out (BNC) 

IEEE1394 in/out (6-pin), for DVCPRO50/ 
DVCPRO/DV/DVCAM™, optional 

SDTI in/out for DVCPRO50/DVCPRO 
signals, optional 

Digital audio AES/EBU (BNC) 

Analogue component signals out (BNC) 
Analogue component / composite signals in 
(BNC], optional 

Analogue composite signal out (BNC) 
Analogue audio (XLR] 

Audio monitor (XLR L/R] 

Reference signal (BNC) 

Time code in/out (XLR) 

RS-422A machine control 

25-pin parallel control 

RS-232C interface 

Encoder remote control (15-pin D-sub) 


VTRs 


VTRS 


Standard: SDI interface Edit suite with A/V Mixer AG-MX70 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 
AJ-A95 Remote Controller (see p. 43) 
AJ-CS455 MiniDV cassette adaptor 
AJ-MA75 19” rack mount bracket 
AJ-TS6/7/9 Telescopic slide rail 
AJ-YA932G6 Analogue interface for 625 line 

component/composite input 
AJ-YAC930G SDTI interface (SMPTE-305.2M) 
AJ-YAD955G IEEE1394 interface 
AU-C5 5m 9-pin RS-422A 

remote cable 
AU-ER65B Encoder remote control 

— 7 a ‘alll P he 

GENERAL SPECIFICATIONS ' | , : uty pt 
Power requirements 220-240 V, 50/60 Hz | , — — i i I nde 
Power consumption 120 W a « , 


Dimensions (WxHxD) 424 x 175.5 x 430 mm / 
lod Meas 1S 
Weight 14.9 kg / 32.8 lb 


AJ-SD930B 


50 Mbps Studio VTR with standard SDI interface 


¢ Digital component recording at a data rate of 50 Mbps CONNECTORS 
(switchable to 25 Mbps) ¢ SDI in/out (BNC) 
¢ Sampling 4:2:2/13.5 MHz ¢ JEEE1394 in/out (6-pin), for DVCPRO50/ 
¢ 60 dB signal/noise ratio DVCPRO/DV/DVCAM™, optional 
¢ Up to 92 minutes recording time with cassette AJ-5P92L (50 Mbps) ¢ SDTI in/out for DYCPRO50/DVCPRO 
e Playback of DV, DVCPRO, DV, MiniDV and DVCAM™ cassettes signals, optional 
(auto format playback function) ¢ Digital audio AES/EBU (BNC) 
e Supports UMID metadata ¢ Analogue component signals out (BNC) 
¢ Built-in EBU/SMPTE time code generator/reader ¢ Analogue component/composite 
(LTC/VITC user bits) signals in (BNC), optional 
¢ Digital slow motion -0.43x to +0.43x, +0.6x, +0.75x in all formats ¢ Analogue composite signal out (BNC) 
e +/-32x shuttle search speed ¢ Analogue audio (XLR) 
e +/-50x rewind speed ¢ Audio monitor (XLR L/R) 
* Illuminated jog/shuttle dial ¢ Reference signal (BNC) 
¢ Digital audio monitoring during jog/shuttle operation ¢ Time code in/out (XLR] 
¢ On-screen display for easy machine set-up and operation e¢ RS-422A machine control 
e Channel condition display enables easy error rate supervision e 25-pin parallel control 
¢ 4-channel PCM audio 48 kHz/16 bit e RS-232C interface 
¢ Encoder remote control (15-pin D-sub] 


www.panasonic-broadcast.com 


w 


Rear connector panel with optional interfaces 


e000 


AJ-SD93 


50 Mbps Desktop VTR with IEEE1394 


32 


Digital component recording at a data rate of 50 Mbps 
(switchable to 25 Mbps) 

Plays MiniDV, DV, DVCAM™, DVCPRO, DVCPRO50 
Multi-voltage operation, 100 to 240 V 

Sampling 4:2:2/13.5 MHz 

Up to 92 minutes recording time with cassette AJ-5P92L 
Built-in EBU/SMPTE time code reader 

(LTC/VITC user bits) 

Digital slow motion +/-0.43 with optional Remote Controller AJ-A95 
Variable speed jog/shuttle searches with 

optional Remote Controller AJ-A95 

Joy-stick controller for video search and menu settings 
On-screen display for easy machine set-up and operation 
4-channel PCM audio 48 kHz/16 bit 

Space-saving 3RU half-rack size 

Programmable function buttons 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 

AJ-A95 Remote Controller 

(see page 43 

MiniDV cassette adaptor 
Analogue interface for: 
component/composite 
input/output, XLR audio 
4-channel input/output, 
RS-422 remote, reference 
video, TC input/output 
SDI interface board 

5m 9-pin RS-422A 
remote cable 


AJ-CS455P 
AJ-YA93P 


AJ-YA94G 
AU-C5 


GENERAL SPECIFICATIONS 
Power requirements 100-240 V, 50/60 Hz 


Power consumption 52 W 

Dimensions (WxHxD) 214 x 132 x 434 mm / 
B/E ye B2” xT” 

Weight 6.8 kg / 15.0 lb 

CONNECTORS 


e [EEE1394 digital interface 

¢ Video out (BNC), optional 

e Audio monitor (RCA L/R] 

¢ SDI in/out (BNC), optional 

¢ Analogue component in/out (BNC), 
Analogue composite in/out (BNC), 
Analogue audio in/out (XLR], 
Reference signal (BNC), 
Time code in/out (XLR], 
RS-422A machine control, optional 


VTRs 


VTRS 


IEEE1394 Applications from DV to DVCPROHD 


EASY NON-LINEAR EDITING WITH IEEE1394 INTERFACES 

With Panasonic you are now able to edit DV material in all data rates. 
Make your choice: AJ-HD1200A for DVCPROHD, AJ-SD93 for 
DVCPRO5SO, AJ-SD255 for DVCPRO or AG-DV2500 for DV. 


AVID NEWSCUTTER ADRENALINE FX 

Edit DVCPRO50 (as well as DVCPRO and DV) in their native formats 
without compromising quality. The Avid Adrenaline DNA (digital 
non-linear accelerator) hardware is included to power your edit suite 
and your news packages in virtually any format you need. 


FINAL CUT PRO HD 
Final Cut Pro HD changes the rules for high-definition production. 
Now you can capture DVCPROHD footage via IEEE1394 without the 


Avid - 


IEEE1394 CAPABILITIES 
e AJ-HD1200A: 
DVCPROHD (100 Mbps) 


e AJ-SD955B, AJ-SD930B, AJ-SD93: 


DVCPRO5O (50 Mbps] 


e AJ-SD755, AJ-D455, AJ-SD255: 


DVCPRO (25 Mbps} 
° AG-DV2500: 
DV (25 Mbps] 


generational loss that can happen in systems that force recompression 


using proprietary codecs. With Final Cut Pro HD, you edit in camera- 
original format and output via IEEE1394 when you're done. 


PINNACLE LIQUID BLUE 


Liquid blue is a networked craft editing solution, the first system to 
offer end-to-end native digital production in all formats. 


CAMERAS PAN-TILT HEADS BUSINESS 


MONITORS / DISPLAYS 


RECORDING MEDIA 
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Illuminated jog/shuttle dial 


Mini IW’ 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 


AJ-A95 Remote Controller (see p. 43) 
AJ-CS455 MiniDV cassette adaptor 
AJ-MA75 19" rack mount bracket 
AJ-TS6/7/9 Telescopic slide rail 
AJ-YA755 SDI interface 
AJ-YAD755G IEEE1394 interface 
AU-C5 5m 9-pin RS-422A 

remote cable 
AU-ER65B Encoder remote control 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 

Power consumption 120 W 

Dimensions (WxHxD) 424 x 175.5 x 430 mm / 
OI 2OY x IOS 

Weight 16 kg / 35.3 lb 


AJ-SD755 


Multi-purpose Studio VTR with built-in two machine edit controller 


¢ Digital component recording at a data rate of 25 Mbps CONNECTORS 
(DVCPRO and DV) ¢ SDI in/out (BNC), optional 
¢ Sampling 4:1:1/13.5 MHz ¢ JEEE1394 in/out (6-pin), optional 
¢ 60 dB signal/noise ratio ¢ Digital audio AES/EBU (BNC) 
e Up to 184 minutes recording time with L cassette in DYCPRO mode ¢ Analogue component signals out (BNC) 
e Up to 276 minutes recording time with DV cassette in DV mode ¢ Analogue composite signal out (BNC) 
e Playback of DV, MiniDV and DVCAM™ cassettes ¢ Analogue audio (XLR) 
(auto format playback) ¢ Audio monitor (XLR L/R) 
¢ Built-in EBU/SMPTE time code generator/reader ¢ Reference signal (BNC) 
(LTC/VITC user bits) ¢ Time code in/out (XLR] 
¢ Digital slow motion -0.43x to + 0.43x, +0.5x, +0.75x in DVCPRO mode e RS-422A machine control 
e +/-32x shuttle search speed e RS-232C interface 
e +/-50x rewind speed 
¢ Digital audio monitoring during jog/shuttle operation 
e On-screen display for easy machine set-up and operation 
e Channel condition display enables easy error rate supervision 
¢ Built-in two machine edit controller 
¢ 2-channel PCM audio 48 kHz/16 bit 


VTRs 


STANDARD ACCESSORIES 
MiniDV cassette adaptor 
Mains cable 

User’s manual 


OPTIONAL ACCESSORIES 

AJ-A95 Remote Controller (see p. 43) 
AJ-CS455 MiniDV cassette adaptor 
AJ-MA75 19” rack mount bracket 
AJ-TS6/7/9 Telescopic slide rail 
AJ-YA455 SDI interface 

AJ-YAD455 IEEE1394 interface 

AU-C5 5m 9-pin RS-422A 


AU-ER65B Encoder remote control 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 
Power consumption 95 W 

Dimensions (WxHxD) 424x175 x 415mm / 


Weight 14.3 kg / 31.5 lb 


remote cable 


(GH 7inexeos ie Xoo: oie 


Digital component recording at a data rate of 25 Mbps 

(DVCPRO and DV) 

55 dB signal/noise ratio 

Up to 184 minutes recording time with L cassette in DVCPRO mode 
Up to 276 minutes recording time with DV cassette in DV mode 
Playback of MiniDV (with adaptor), DV and DVCAM™ cassettes 
Built-in EBU/SMPTE time code generator/reader 

(LTC/VITC user bits) 

Digital slow motion (+0.43x normal speed) 

16x, 32x and 60x shuttle search speed (set by menu selection) 
+/-100x rewind speed 

Assemble and insert editing capability in DVCPRO mode 
On-screen display shows machine set-up and operation status 
Channel condition display enables easy supervision of error rate 
Optional SDI interface according to SMPTE-259M 

Optional IEEE1394 interface for direct connection to NLE systems 


VTRS 


Ta IY “DW 


AJ-D455 


DVCPRO Studio Editing VTR with DV recording and playback 


CONNECTORS 

¢ SDI in/out (BNC), optional 

¢ JEEE1394 in/out (6-pin), optional 

¢ Digital audio AES/EBU in/out (BNC) 

¢ Analogue component signals in/out (BNC) 
¢ Analogue composite signal in/out (BNC) 
¢ Y/C signal in/out 

¢ Analogue audio in/out (XLR) 

¢ Audio monitor (RCA) 

¢ Headphones [6 mm jack) 

¢ Time code (BNC) 

RS-422A machine control (9-pin) 
RS-232C interface (25-pin) 

Encoder remote control (15-pin]) 
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AJ-SD255 


Desktop VTR 


Digital component recording (25 Mbps - DVCPRO/DV) 
Up to 184 minutes recording time with L cassette 
Playback of DV and DVCAM™ cassettes 

2 PCM audio recording channels 

Easy operation using joystick 

UMID meta data support 

Teletext support 

Programme function for enhanced operation and user convenience 
Installation of two units side by side ona single 19” rack 
Equipped to install IEEE1394 interface for direct 
connection to NLE systems 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 

AJ-A95 Remote Controller (see p. 43) 
AJ-CS455 MiniDV cassette adaptor 
AJ-YA94G SDI interface 

AJ-YAD255G IEEE1394 interface 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 

Power consumption 52 W 

Dimensions (WxHxD) 214 x 132 x 434 mm / 
AY xe 

Weight 7 kg / 15.4 lb 


CONNECTORS 

e |EEE1394 interface (6-pin), optional 
¢ Analogue component in/out (BNC) 
¢ Analogue composite in/out (BNC) 

¢ Analogue audio in/out (XLR) 

¢ Video monitor out (BNC) 

¢ Audio monitor out (RCA) 

¢ Time code in/out (BNC) 

¢ Reference (BNC) 

¢ RS-422A 9-pin interface (optional) 


VTRs 


STANDARD ACCESSORIES 
AC adaptor 

Wireless remote control unit 
Vertical stand 

User’s manual 


OPTIONAL ACCESSORIES 
AG-A850 Edit Controller (see p. 42) 
AJ-A95 Remote Controller (see p. 43) 


GENERAL SPECIFICATIONS 
Power requirements 100-240 V, 50/60 Hz 
12V DC 


Power consumption 14W 
Dimensions (WxHxD) 174 x 68 x 260 mm / 
OL Me 2IP Ye MNO 


Weight 2.3kg/5.1 lb 


Records and plays DV and MiniDV cassettes without an adaptor 
Automatic playback of DVCAM™ cassettes 

Maximum recording time of 276 minutes with DV cassette 
Display of time code and remaining recording time 

Built-in EBU/SMPTE time code generator/reader 

PCM audio recording (2-channel / 4-channel) 


Remote Controller AJ-A95 

Complete drive functions 

Playback and recording of DV signals via IEEE1394 interface 
Remote control 

Switchable between 625 and 525 line operation 


Variable jog and shuttle functions with Edit Controller AG-A850 or 


VTRS 


Accessories 


‘e 


Mini 1M 


Rear connector panel 


oz 


IN’ 


AG-DV2500 


DV/MiniDV VTR (AC/DC) 


CONNECTORS 

¢ Digital in/out IEEE1394 

e Y/C signal in/out 

¢ Composite in/out (RCA) 

¢ Microphone in (3.5 mm jack) 

¢ RS-422A machine control (D-sub 9-pin) 
¢ Audio in/out (2-channel) 
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STANDARD ACCESSORIES GENERAL SPECIFICATIONS 


Mains cable Power requirements 220-240 V, 50/60 Hz 
User’s manual Power consumption 
AV-CGP500 350 W 
OPTIONAL ACCESSORIES AV-CGP300 280 W 
AV-CGP50M01 Additional 3D Dimensions [WxHxD] 480 x 88 x 555 mm/ 
processor board . 18.9" x 3.5" x 21.9 
AV-CGP50M02. = Chromakey control box Weight 18 kg / 39.7 lb 


AV-CGP50P01 Redundant power supply 


AV-CGP500 / AV-CGP300 


Realtime Graphics Processors 


¢ Open platform graphic system, providing high performance CONNECTORS 
SDTV or HDTV graphics ¢ 2x SDI in (SDI HD), each with key (BNC), 
¢ Polygon performance: 40,000 polygon/field active through output (only AV-CGP500) 


(64,000 polygon/field with AV-CGP50M01) 

Pixel fill rate: 533 M pixel/sec [permanent] 

Texture memory size: 1 GB (AV-CGP300: 512 MB) 

Chroma key and frame delay are installed (optional for AV-CGP300) 

Multi-format configuration (480/59.94i, 576/50i, 720/59.94p, 

1080/59.94i, 1080/50i, 1080/24p) 

¢ Built-in video codec function, enabling use as an SDI HD compliant 
disk data recorder/player 

e Adaptive graphic insertion without camera tracking system 

¢ Defocus image generation 

(blurs backgrounds, highlighting the subject] 

Bump mapping 

High-quality anti-aliasing 

High-quality video texture mapping (video wall) 

Compact size, only 2 RU high 

Supported software platforms: Vizrt, Kaydara, Brainstorm 


Reference signal (BNC), active through output 
3 x SDI HD-SDI out Video (BNC) 

3 x SDI HD-SDI out key (BNC) 

Chroma key out (BNC), only AV-CGP500 


AV-CGP300 


ON-AIR GRAPHICS 


ON-AIR GRAPHICS 


AV-CGP500 /AV-CGP300 applications 


On-air graphics 


Reference signal (B.B, tri-level sync. reference] Output image 


VTR for video wall VTR for video wall 


PCI board 
(Attached to PCI slot of PC, 
communication IF between AV-CGP500 and PC) 


SD/HD-SDI 


Virtual set using built-in Chroma key 


Camera with tracking sensor Reference signal (B.B, tri-level sync. reference] Output image 


VTR for video wall 


SD/HD-SDI 


Studio 


SD/HD-SDI 


SD/HD-SDI 


PCI board AV-CGP500/300 
(Attached to PCI slot of PC, 
communication IF between AV-CGP500 and PC) 


Chroma key 
operation panel 
(option) 


THE HIGH-QUALITY 3D CG FOR ALL BROADCASTING COMPANIES 

e The AV-CGP500 can adapt to higher-quality HD broadcasting than 
current SD systems. It will facilitate a smooth change into the digital 
broadcasting era. 

¢ The AV-CGP500 will unlock the open graphics environment and is 
capable of managing a multitude of applications. As a platform for 
on-air graphics and virtual sets, it enhances your programme- 
making process. 

e From its vast wealth of experience, Panasonic now reveals its 3D CG 
technology. The AV-CGP500 provides real time high-quality 3D CG for 
both SD and HD broadcasting systems. 

e Panasonic has succeeded in reducing the current standard of up to 
18 RU down to 2 RU. This enables use in limited-function studios or 
OB vans. 

e¢ The AV-CGP500 has superior cost performance compared to others, 
and uses one-tenth of the electricity supply. This results in high- 
quality 3D CG development for HD broadcasting at a very low cost. 
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Side pocket controls 


AJ-LT95 


50 Mbps portable and AC independent Laptop Editor 


Digital component recording at data rates of 50/25 Mbps (switchable) 


Two built-in, full quality DYCPRO50 drives 


Switchable between 625 and 525 line operation 
Up to 184 minutes recording time with L cassette (25 Mbps mode) 


M cassettes can be used without adaptor 
(recording times of 12 to 66 min.) 


Built-in EBU/SMPTE time code generator/reader 


(both drives: LTC/VITC user bits) 


+/-32x shuttle search speed, adjustable in 19 steps 
Insert and assemble editing of video and audio signals 


Two built-in 16:9 LC displays (7" / 17.8 cm] 
4-channel digital audio with fader 
Two built-in monitor speakers 


Power supply with 12 V supply unit or battery 


Memory for 100 editing functions 
Audio dub, split and swap editing 


Both drives individually controllable via RS-422A interfaces 
Control of an external VTR via RS-422A interface 

Operable as video source player in A/B roll editing 

Import and export of EDLs via RS-232C (according to CMX protocol) 


Built-in carrying handle 


Rear connector panel 


STANDARD ACCESSORIES 
User’s manual 
Special tool (emergency eject) 


OPTIONAL ACCESSORIES 

AJ-B95 AC adaptor 
AJ-SC75 Nylon soft case 
QR-DVCPRO LPT Battery mount 


GENERAL SPECIFICATIONS 

Power requirements 12V DC 

Power consumption 75 W 

Dimensions (WxHxD) 424 x 120 x 435 mm/ 
16.7" x 4.7" x 17.1" 

Weight 12.9 kg / 28.5 lb 


CONNECTORS 

¢ Serial digital in/out (BNC) 

¢ Analogue component signal (BNC) 
e Analogue composite signal (BNC) 
e Video monitor out (BNC) 

¢ Analogue audio (XLR) 

¢ Audio monitor (XLR] 

e Reference signal (BNC) 

¢ Time code in/out (BNC] 

e RS-422A machine control 

e RS-232C interface 

¢ Headphones 


EDITING / MIXING 


EDITING / MIXING 


Tough aluminium diecast casing Rear connector panel 12 V Anton/Bauer batteries 


STANDARD ACCESSORIES 
User’s manual 
Special tool (emergency eject) 


OPTIONAL ACCESSORIES 

AJ-B75 AC adaptor 

AJ-CS455 Mini DV cassette adaptor 
AJ-SC75 Nylon soft case 
QR-DVCPRO LPT Battery mount 


GENERAL SPECIFICATIONS 

Power requirements 12VDC 

Power consumption 75 W 

Dimensions (WxHxD) 424 x 120 x 435 mm / 
(GIP RAT AVE 


Weight 11 kg / 24.3 lb 
AJ-LT85 
Portable and AC independent Laptop Editor 
¢ Digital component recording at a data rate of 25 Mbps CONNECTORS 
¢ Two built-in, full quality DVCPRO drives e Analogue component signals (BNC) 
e Up to 184 minutes recording time with L cassette e Analogue composite signal (BNC) 
¢ M cassettes can be used without adaptor e Analogue audio (XLR] 
(recording times of 12 to 66 min.] e Reference signal (BNC) 
¢ Capable of playing back DV and DVCAM™ tapes ¢ Time code in/out (BNC) 
e Adaptor enables playback of MiniDV tapes e RS-422A machine control 
¢ Built-in EBU/SMPTE time code generator/reader e RS-232C interface 
(both drives: LTC/VITC user bits] ¢ Audio monitor (XLR] 
e +/-32x shuttle speed, adjustable in 19 steps e Headphones 
e Insert and assemble editing of video and audio signals 
¢ Two built-in LC displays (6.5"/16.5 cm) 
¢ Two built-in monitor speakers 
¢ Power supply with 12 V supply unit or battery 
e¢ Memory for 100 editing functions 
e Audio dub, swap editing 
¢ Both drives individually controllable via RS-422A interfaces 
¢ Control of an external VTR via RS-422A interface 
* Operable as video source player in A/B roll editing 
e 


Import and export of EDLs via RS-232C 
(according to CMX protocols and AG-A850) 
e Built-in carrying handle 
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AG-A850 


Multi-event Edit Controller for up to five VITRs 


e Able to directly control up to five video recorders 

e Five built-in RS-422A machine control interfaces 

¢ Two jog/shuttle dials for independent control of player and recorder 
e Time code or CTL as edit reference 

¢ Cutting accuracy +/-0 frames with time code 

e Storage capacity of up to 512 events 

¢ A/B roll editing 

e Automatic colour framing 

e Video output for the display of edited data 

e Variable memory editing for the edit of slow motion scenes 

¢ Two GPI outputs 

¢ RS-232C interface for EDL up/download 

e Input for reference signal 

e 4-channel audio editing 

e Audio split editing 

e Data is automatically backed up for 72 hours after power failure 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 
AU-C5 5m 9-pin RS-422A 
remote cable 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 

Power consumption 9W 

Dimensions (WxHxD) 424 x 107 x 279 mm / 
16.7" x 4.2" x 11.0" 

Weight 3.2 kg/ 7.1 lb 


EDITING / MIXING 


EDITING / MIXING 


The AJ-SD93 in use with the AJ-A95 


STANDARD ACCESSORIES 
AC adaptor 
User’s manual 


OPTIONAL ACCESSORIES 
AU-C5 5m 9-pin RS-422A 
remote cable 


GENERAL SPECIFICATIONS 

Power requirements 12VDC 

Dimensions (WxHxD) 213 x 84x 172 mm/ 
8.4" x 3.3" x 6.8" 

Weight 1.1kg/2.4 lb 


AJ-A95 


Remote Controller with jog/shuttle 


¢ Remote controller with RS-422A interface to control 
all standard definition VTR formats 

e Full machine control with all play and record functions 

e LC display shows time code, user bits, CTL 

¢ Jog/shuttle scanner function 

¢ 12 V out for AJ-A95 
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AG-MX70 


Digital A/V Mixer with 1,600 effects 


Broadcast-quality 4:2:2:4 signal standard 

Switchable between 625 and 525 line operation 

Wipe patterns for 16:9 and 4:3 aspect ratios 

More than 1,600 digital effects with optional 3D interface 
(standard: over 600 2D effects) 

26-frame graphics buffer for logo animation from PC files 
in crawl and roll modes 

Large LC display with matrix menu 

Joy stick to position effects and select or adjust colours 
A/B bus 

T-bar 

Built-in audio mixer 

Digital chroma key 

Digital luminance key 

Mix effects preview 

Downstream key preview 

10 keys for wipe pattern pre-sets 


STANDARD ACCESSORIES 
MX-Navi software (CD-ROM) 
Power cable 

User’s manual 


OPTIONAL ACCESSORIES 

AG-VE70 3D effect interface 

AG-YA70 SDI interface 

AU-C5 5m 9-pin RS-422A 
remote cable 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 

Power consumption 70 W 

Dimensions (WxHxD) 425 x 198 x 400 mm / 
Gia Xela Sie Xal Oi 

Weight 8 kg/ 17.6 lb 


CONNECTORS 

¢ 4x analogue component (BNC) 

¢ 8x analogue composite (BNC) 

© 4xY/C in 

e 4x SDl in, 1 x SDI out (BNC), 

4 x SDI embedded audio (BNC), optional 
8 x analogue audio (XLR] 

4 x analogue audio (RCA) 

Microphone (M6) 

GPI input [BNC] 

USB version 1.1 (type B) 

Tally out (D-sub 9-pin) 

Combined RS-422A/RS-232C interface 
(switchable] to connect edit controllers, 
e.g. AG-A850 [D-sub 9-pin] 


EDITING / MIXING 


STANDARD ACCESSORIES 
User’s manual 


OPTIONAL ACCESSORIES 
AW-PS505 AC adaptor 
AW-CA4T1 12 V DC cable 


GENERAL SPECIFICATIONS 

Power requirements 12V DC, 1.354 
Power consumption 16W 

Dimensions (WxHxD) 210 x 88 x 177 mm/ 


Weight 2.2kg/4.9 lb 


8.3" x 3.5" x 7.0 


Compact 5-input video mixer, ideal for live operation 
Integrated 10 bit frame synchronizer, switchable for gen-lock 
Sampling 4:2:2, 13.5 MHz, 10 bit 

Three-way wipe ([normal/reverse, normal, reverse] 

9 wipe patterns 

Manual / automatic wipe (hard / soft) 

Adjustable wipe or mix transition time 

White / black / 6 colour background 

625 line and 525 line operation 

EBU/SMPTE colour bar generator 

65 dB signal/noise ratio 

USB port for mixing characters or graphics from PC 


EDITING / MIXING 


AW-SW350 


Compact Live Switcher with five inputs 


CONNECTORS 
¢ 5x Y/C in or 5 x composite in (BNC) 


¢ 5x composite signal out (BNC), loop through 
¢ Preview out (BNC) 

Programme out (BNC) 

Blackburst in/out (loop through) or 

gen-lock in/blackburst out 

5 x Tally [open collector] 

Headphones (6 mm jack] 

GPI 

USB version 1.1, type B 
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CNN newsroom 


NEWSROOM compact camera systems are particularly suited to 
Anyone who works with news knows that, these days, conveying the live atmosphere of a crowded news room. 
everything depends on the speed of the technology you A single operator can completely control such a system, 
use. Anchormen reading the news directly from their whereby all important camera positions can be saved 
own desks are no longer a rarity. Here, flexible and and, whenever required, retrieved at the touch of a key. 


REMOTE CONTROLLABLE APPLICATIONS 
CONVERTIBLE CAMERAS 


Newsroom 


Convertible — i 


cameras i 


High speed P/T 


AW-PH400 ha ic 
A AC adaptor 
AW-PS505 
G/L seissvsiessieyee 


Camera control 


[] RS-422 <=> RS-232 


Composite video 
or 
component video 


Cable 
compensation out 


———s| 
G/L 
ae 


Power & camera control, 
intercom 


AC adaptor 


ENERO, (6) Headset 


AC adaptor P/T controller Camera controller 
AW-PS505 AW-RP4O00 AW-CB400 
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Swiss Stadion Zurich 


SPORTS ARENA the prerequisites for problem-free operation. Distances 
Well-made stadium television programming plays an of up to 500 m/ 547 yd can be covered thanks to 
important role in entertaining spectators at today’s high-performance cable compensation. And whenever 
sporting events. Remote controlled cameras, specially you like, video signals can be transmitted for television 
housed to protect them from the weather, provide all broadcast using suitable cross bars. 


THE SECRET TO PANASONIC’S CONVERTIBLE CAMERAS IS A RANGE OF INTERFACE 
CARDS THAT LET YOU PERFECTLY CONFIGURE EACH CAMERA FOR THE JOB AT HAND. 
COMBINING THE CAMERAS WITH PAN-TILT HEADS RESULTS IN A MYRIAD OF REMOTE- 
CONTROLLABLE INSTALLATIONS, WHICH CAN BE OPERATED BY JUST ONE PERSON. 


Indoor sports arena 
Convertible 
cameras 
High speed P/T 
AW-PH400 on : ay | 4 
G/L eeecceccccscccceded 
P/T camera control 
Composite video 
or 
component video 
; () 
Cable I a0 Power & camera control 


compensation out 
Monitor 1/2 select 


G/L | | | : 
[ean ane a 
o°oe o°0e o°0e ooe o°oe 
AC adaptor AW-RC400 Resi ey aie Al ol 
AW-PS301 = 
WV-CB700A 


- 


4 AC adaptor P/T controller 
AW-PS505 AW-RP4O00 
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Remote controllable applications 
Convertible Cameras 


Soap studio 
Convertible 
High speed P/T ¢4 cm @ @! cm 
AW-PH400 t fT ii i t 
G/L G/L G/L 6/ G/L 


gael 
Composite video, Y/C, <———— P/T & camera 
component video RGB <« control 

SDI (with AW-PB504) 


Power & camera control, 
intercom 


Power & camera control, 
intercom 


S Headset 


AC adaptor AC adaptor 
AW-PS505 2 = =| _AW-PS505 2 J : = 
Camera controller P/T controller Camera controller 
AW-RP4OO AW-CB400 AW-RP4O00 AW-CB400 
(master) (slave) 

NON-STOP ON AIR application shown above can be controlled from 
Reality soaps have quickly become a widespread separate locations by two operators. Via headsets, the 
broadcasting phenomenon. Non-stop transmission over director is also able to actively influence events. And 
extended periods of time - on the Internet and on by using an interface box, each camera can be loaded 
television - are where convertible cameras excel. The with two cards to enable a variety of signal outputs. 


Medical 


« 


Composite video < 
SDI (with AW-PB504) * 


a 


AC adaptor : AC adaptor 5 AC adaptor © AC adaptor : AC adaptor 
AW-PS505 AW-PS505 AW-PS505 AW-PS505 AW-PS505 


RS-422 <=> RS-232 [1 L) RS-422 <=> RS-232 


AC adaptor 
AW-PS505_ Ie 
Camera controller 
AW-CB400 
OPERATING THEATRE operation by a single person using controller AW-CB400. 

Camera use in medical settings is almost a standard. The camera picture is available as either a composite or 
This allows specialists all over the world to observe SDI signal (with interface card AW-PB504), and can be 
complicated operations. The example above shows five displayed, for example, on the web, plasma displays or 
fixed cameras, which can be controlled during an large video screen at a physicians’ congress. 
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Photo: dpa 


STANDARD ACCESSORIES 
User’s manual 


OPTIONAL ACCESSORIES 
AW-CA4T1 12 V DC cable 
AW-EX100 Interface Box 


AW-PB305 Studio camera system card 
AW-PB308 Lens interface card 
AW-PB504 SDI card (SMPTE-259M) 
AW-PB506 Studio SDI card (SMPTE-259M) 
AW-PS505 AC adaptor 

AW-Q40 Mounting for WV-VF65 
WV-CB700 Camera remote control box 
WV-RC550 Camera remote control unit 
WV-RC700 Camera remote control unit 
WV-VF65 5" studio viewfinder 


For additional lenses, elas batteries, cha vels and 
AC adaptors, see pepe 4-69. A variety of cables are 
optionally available for a wide range of applications. 


GENERAL SPECIFICATIONS 

Power requirements 12V DC 

Power consumption 12W 

Dimensions (WxHxL} 84x 95x 192mm / 
Cin mxa/nom 


Weight 1.1kg/2.4 lb 


¢ Three 2/3" IT CCD image sensors with 470,000 pixels 
and on-chip lens technology for high sensitivity 
65 dB signal/noise ratio 
1.5x digital extender 
2,000 lux sensitivity at f14 
Minimum illumination of 0.005 lux /f1.4 
(0.00005 lux, 2 sec. CCD accumulation) 
¢ A/B memory for automatic white balance stores 
(2 memory AWC / ATW) 
¢ 12 bit digital signal processing for high signal stability 
e 7-step electronic shutter 
(1/120, 1/250, 1/500, 1/1000, 1/2000, 1/4000 and 1/10000 sec.) 
3D-DNR noise reduction 
Synchro-scan for flicker-free recording from data monitors 
Adjustable AL vector colour matrix 
EBU colour bar generator 
Chroma detail and dark detail correction 
Gain switching: 
Manual: max. 72 dB (0... 30 dB in steps) 
Digital: 0 ...30 dB in 6 dB steps 
Auto: max. 42 dB (AGC 0... 30 dB) 
¢ 2/3" bayonet lens connector (standard) 


¢ Additional option card can be used with AW-EX100 (see page 53) 


CAMERAS 


CAMERAS 


AW-E750 


2/3" IT-3CCD Convertible Camera 


CONNECTORS 

¢ Video out (BNC) 

¢ Component, RGB, Y/C out over 50-pin 
connector (without option card) 
Gen-lock 

RS-232C 

Iris control 

12 V DC 

Optional application card 
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AW-E655 


1/2" IT-3CCD Convertible Camera 


¢ Three 1/2" IT CCD image sensors with 470,000 pixels 
and on-chip lens technology for high sensitivity 

65 dB signal/noise ratio 

1.5x digital extender 

2,000 lux sensitivity at f14 

Minimum illumination of 0.005 lux / f1.4 

(0.00005 lux, 2 sec. CCD accumulation) 

e 12 bit digital signal processing for high signal stability 
¢ A/B memory for automatic white balance stores 

(2 memory AWC / ATW) 

3D-DNR noise reduction 

Synchro-scan for flicker-free recording from data monitors 
Adjustable colour matrix 

EBU colour bar generator 

Chroma detail and dark detail correction 

Motor driven optical filter (1/32 ND, 1/64 ND, infrared off, CC) 
Gain switching: 

Manual: max. 72 dB (0 ... 30 dB in steps) 

Digital: 0... 30 dB in 6 dB steps 

Auto: max. 42 dB (AGC 0... 30 dB) 

e 1/2” bayonet lens connector (standard) 


¢ Additional option card can be used with AW-EX100 (see page 53) 


STANDARD ACCESSORIES 
User’s manual 


OPTIONAL ACCESSORIES 

AW-CA4T1 12 V DC cable 

AW-EX100 Interface Box 

AW-PB305 Studio camera system card 
AW-PB308 Lens interface card 
AW-PB504 SDI card (SMPTE-259M) 
AW-PB506 Studio SDI card (SMPTE-259M) 
AW-PS505 AC adaptor 

AW-Q40 Mounting for WV-VF65 
WV-CB700 Camera remote control box 
WV-RC550 Camera remote control unit 
WV-RC700 Camera remote control unit 
WV-VF65 5" studio viewfinder 


For additional lenses, tripods, batteries, chargers and 
AC adaptors, see pages 64-69. A variety of cables are 
optionally available for a wide range of applications. 


GENERAL SPECIFICATIONS 

Power requirements 12V DC 

Power consumption 12 W 

Dimensions (WxHxL} 84x 114 x 182 mm / 
Ba EI CU” 


Weight 1.2kg/ 2.6 lb. 


CONNECTORS 

¢ Video out (BNC) 

¢ Component, RGB, Y/C out via 50-pin 
connector (without option card] 
Gen-lock 

RS-232C 

Iris control 

Optical filter control 

12 V DC 

¢ Optional application card 


STANDARD ACCESSORIES 
User’s manual 


OPTIONAL ACCESSORIES 


AW-CAA4T1 


12 V DC cable 


AW-EX100 Interface Box 

AW-PB305 Studio camera system card 
AW-PB308 Lens interface card 
AW-PB504 SDI card (SMPTE-259M) 
AW-PB506 Studio SDI card (SMPTE-259M) 
AW-PS505 AC adaptor 

AW-Q40 Mounting for WV-VF65 
WV-CB700 Camera remote control box 
WV-RC550 Camera remote control unit 
WV-RC700 Camera remote control unit 
WV-VF65 5" studio viewfinder 

For additional lenses, tripods, batteries, chargers and 
AC eile see pages 64-69. A variety meu are 
optionally available for a wide range of applications. 
GENERAL SPECIFICATIONS 

Powerrequirements 12VDC 

Power consumption 11.8 W 


Dimensions (WxHxL) 84x 77x177mm/ 
SS ea 70 
Weight 


¢ Additional option card can be used with AW-EX100 (see page 53) 


0.86 kg/ 1.9 lb 


Three 1/2” IT CCD image sensors with 470,000 pixels 
and on-chip lens technology for high sensitivity 

65 dB signal/noise ratio 

1.5x digital extender 

2,000 lux sensitivity at f14 

Minimum illumination of 0.005 lux / f1.4 

(0.00005 lux, 2 sec. CCD accumulation) 

12 bit digital signal processing for high signal stability 
A/B memory for automatic white balance stores 

(2 memory AWC / ATW) 

7-step electronic shutter (1/120, 1/250, 1/500, 1/1000, 1/2000, 
1/4000, 1/10000 sec., synchro-scan] 

3D-DNR noise reduction 

Synchro-scan for flicker-free recording from data monitors 
Adjustable AL vector colour matrix 

EBU colour bar generator 

Chroma detail and dark detail correction 

Gain switching: 

Manual: max. 72 dB (0... 30 dB in steps) 

Digital: 0 ...30 dB in 6 dB steps 

Auto: max. 42 dB (AGC 0... 30 dB) 

1/2" bayonet lens connector (standard) 


CAMERAS 


CAMERAS 


AW-E650 


1/2" IT-3CCD Convertible Camera 


CONNECTORS 

¢ Video out (BNC) 

¢ Component, RGB, Y/C out over 50-pin 
connector (without option card) 
Gen-lock 

RS-232C 

Iris control 

12 V DC 

Optional application card 
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AW-E350 


1/3" IT-3CCD Convertible Camera 


52 


Three 1/3" IT CCD image sensors with 470,000 pixels 

and on-chip lens technology for high sensitivity 

63 dB signal/noise ratio 

2,000 lux sensitivity at f9.5 

Minimum illumination of 0.015 lux / 1.4 

(0.00015 lux, 2 sec. CCD accumulation) 

Digital signal processing for high signal stability 

A/B memory for automatic white balance (2 memory ATW, AWC] 
7-step electronic shutter (1/120, 1/250, 1/500, 1/1000, 1/2000, 
1/4000, 1/10000 sec., synchro-scan) 

3D-DNR noise reduction 

Synchro-scan for flicker-free recording from data monitors 
Adjustable AL vector colour matrix 

EBU colour bar generator 

Chroma detail and dark detail correction 

Gain switching: 

Manual: max. 72 dB (0... 30 dB in steps) 

Digital: 0 ...30 dB in 6 dB steps 

Auto: max. 42 dB (AGC 0... 30 dB) 

C-mount lens connector 


STANDARD ACCESSORIES 
User’s manual 


OPTIONAL ACCESSORIES 
AW-CA4T1 12 V DC cable 


AW-PB305 Studio camera system card 
AW-PB308 Lens interface card 
AW-PB504 SDI card (SMPTE-259M) 
AW-PB506 Studio SDI card (SMPTE-259M) 
AW-PS505 AC adaptor 

AW-Q40 Mounting for WV-VF65 
WV-CB700 Camera remote control box 
WV-RC550 Camera remote control unit 
WV-RC700 Camera remote control unit 
WV-VF65 5" studio viewfinder 


For additional lenses, tripods, batteries, chargers and 
AC adaptors, see ie es 64-69. A variety of cables are 
optionally available for a wide range of applications. 


GENERAL SPECIFICATIONS 

Power requirements 12VDC 

Power consumption 11.3 W 

Dimensions (WxHxL} 84x 77x 156 mm/ 
CSieX Ompaonlls 

Weight 0.7 kg / 1.5 lb 

CONNECTORS 


¢ Video out (BNC) 

¢ Component, RGB, Y/C out over 50-pin 
connector (without option card) 

¢ Gen-lock 

e RS-232C 

e Iris control 

e 12VDC 

¢ Optional application card 


CAMERAS 


STANDARD ACCESSORIES AW-EX500 
User’s manual 


OPTIONAL ACCESSORIES 
AW-EX100 Interface Box 
AW-PS505 AC adaptor 


GENERAL SPECIFICATIONS 
Power requirements 12VDC 


Dimensions (WxHxD) 84x 77x 155mm 
Se MSU YEO” 


Weight 0.7kg/1.5 lb 


STANDARD ACCESSORIES AW-EX100 
User’s manual 


GENERAL SPECIFICATIONS 
Dimensions (WxHxD) 36x 77x 145mm/ 


1.4" x 3.0" x 5.7" 
Weight 0.5 kg / 1.1 lb 
AW-EX500 / AW-EX100 
Signal Converter / Interface Box 

e Asecond card for additional signal and control solutions can be CONNECTORS - AW-EX500 

used with Interface Box AW-EX100 ¢ Audio (stereo mini-jack, 2.6 mm) 

(mixing of AW-PB504 with other cards not possible) e RS-232C interface 
e Power supply with 12 V AC adaptor or battery e Inputs: 

Composite [BNC] 
Option card In Out YPsPr (BNC) 
AW-PB302 SDI RGB SDI (BNC) 
AW-PB307 SDI SVGA ¢ Outputs via the following option cards: 
AW-PB309 SDI Web AW-PB302 - RGB 
AW-PB310 SDI DV/DVCPRO, IEEE1394 AW-PB304 - SDI 
AW-PB504 - 2 x SDI 

AW-PB302 Composite, YPsPr RGB AW-PB307 - SVGA 
AW-PB307 Composite, YPBPrR SVGA AW-PB309 - WEB 
AW-PB309 Composite, YPsPrR Web AW-PB310 - IEEE1394 
AW-PB310 Composite, YPsPr DV/DVCPRO, IEEE1394 e AW-EX100 plus option card 
AW-PB304/504 Composite, YPsPr SDI 


San aaa 
CAMERAS 
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Vian ane 


Customized camera systems 


Expandable, flexible, convertible, economical 


. 
& 2 J 
1 | _ . - 
La ar a a aa : Sa 
AW-PB301 AW-PB302 AW-PB304 AW-PB305 AW-PB306 
RGB/COMPONENT RGB/YPrPs CARD SDI CARD STUDIO CAMERA STUDIO SDICARD 1 
STUDIO CARD ¢ RGB ¢ SDI output SYSTEM CARD ¢ Combination of 
¢ RGB e Sync ¢ SD component ¢ Composite Studio and SDI 
e YPBPR e YPBPR signal ¢ Y/C cards 
e Y/C e Y/C ¢ SMPTE-259M e Interface for ¢ SDI output: 
¢ Composite ¢ Composite (4:2:2 SDI) 5” viewfinder SMPTE-259M 
e Interface for ¢ Intercom in/out e Viewfinder 
5” viewfinder ¢ Tally lamp output connector 
¢ Intercom in/out e Intercom jack 
e Tally lamp output e Head set 
volume 

GENERAL SPECIFICATIONS (* for AW-EX500 only) 
Studio card AW-PB301* = AW-PB302* == AW-PB304* AW-PB305 AW-PB306* == AW-PB307* AW-PB308 =» AW-PB309* = AW-PB310* AW-PB504 AW-PB506 
Power consumption 3.8W 29W 2W 0.5W 2.4W 3.7 0.02 W 19W 2W 2.4W 
Operating temperature W0to+45°C = -10 to #45°C = 10 to 445°C = -10 to 445°C Oto+40°C = -10 to #45°C = 10 to 445°C = -10 to 45°C = -10 to +4 °C = -10 to +48°C Oto +40°C 

+1dto+113°F +44 to+113°F —e14to+113°F = +1hto+113°F = #82 to +104 °F = 1h to +113 °F = 1d to+1139°F 9 +1 to+113°F + 1hto +113 °F = +14 to +113 °F = +14 to +113 °F 
Humidity 30% - 80 % 30 % - 80% 30% - 90% 30% - 80% 30% - 90% 30% - 90% 30% - 90 % 30%-90%  —30%-90% 30%-90% 30 %- 90 % 
Weight 105g/3.70z 80g /280z 110g /3.90z 105g / 3.702 = 110g /3.90z = 100g 3.502 = 75g/260z 100g /3.50z 100g/350z  100g/350z 1009/3502 


Yes/ABC switch 


MENU 


Menu switch ————_+@ 


TEM avo 


Item/AWC switch ———+@ 


VER ADE 


hi BAR 


No/bar switch —— = 


OPTION CARD 


Option card slot 


VIDEO OUT @ 


CAMERAS 


Video output connector 


Gen-lock input connector 
Iris connector 


Interface/remote 
connector 


Power indication LED 


DC 12 V input connector 


Panasonic's convertible cameras offer a unique customer-oriented approach to the professional video market. 
They greatly reduce costs by allowing you to select only the major features your applications require. Simply 
insert the feature cards in the option slots on any Convertible Colour Camera, and a host of production 
possibilities become immediately available. Camera operation is made even easier by inserting only those 
interface cards that deliver the specific functions you need. And if the task at hand changes, the card is easy 
to remove or change, guaranteeing flexible, cost-saving camera use. 


| 


AW-PB307 

SCAN CONVERTER 

CARD 

¢ For: 
PC applications, 
multi-screen 
monitors, 
overhead cameras 

¢ Direct conversion 
from RGB signal 
to digital video 
signal 

e SVGA, VGA or 
XGA output 


CARD 


— sr rs a) 
CAMERAS 


aus 
AW-PB308 
LENS INTERFACE 


e Lens interface 
(zoom/focus) 


AW-PB309 


WEB TCP/IP CARD 


Ethernet (10/100 
Base-T] interface 
TCP/IP protocol 
for internet 
applications 
Picture size: 
VGA, CIF, 1/4 VGA 
3 modes of JPEG 
compression 
Priority selection: 
motion or still 
picture quality 
Resolution 

> 480 lines 
Browser: 
Netscape 
Navigator, 
Microsoft 
Explorer 

Camera and 
pan-tilt control 
with AW-PH350 
On-line camera 
maintenance 


( 
al 

ee | 

AW-PB310 AW-PB504 

IEEE1394 CARD SDI CARD 

¢ Switchable e SDI output 
between DV or (2 x BNC) 
DVCPRO data e SD component 
streams signal 

e YPBPR (SMPTE-259M) 

¢ Camera controls e Lens control 

¢ Iris controls (12-pin) 


Pan/tilt controls e Lens interface 


AW-PB506 


STUDIO SDI CARD 
¢ Combination of 
Studio and 

SDI Cards 

SDI output 

(2x BNC) 

e SD component 
signal: 
SMPTE-259M 
Viewfinder 
connector 
Intercom jack 
¢ Head set 
volume 

Lens interface 
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AW-PH600 


Outdoor Pan-Tilt System 


Efficient outdoor pan-tilt systems for use with professional 
cameras for sports coverage, etc. 

Outdoor housing AW-CH600 with heater, wiper and 

defrosting functions 

Noise level < NC40 

Ambient temperature range from -20° C to +60° C [-4° F to +140° F) 
Maximum load of 10 kg / 22 lb with housing 

(20 kg / 44.1 lb without housing) 

Maximum pan speed 10°/sec. 

Maximum tilt speed 8°/sec. 

Exact position control < 5’, repeat ability 

Panning range 300° 

Tilting range 85° 

Smooth movement control - suitable for on-air use 

Controllable via RS-232C interface 

50 camera position presets via PC control 

Automatic combination of white balance and camera position 

Cable compensation with a maximum cable length of 500 m / 547 yd 
Four cable control system 

Composite, component and Y/C outputs 


STANDARD ACCESSORIES 


User’s manual 


SYSTEM DEVICES 
AW-CH600 


AW-HB505/605 
AW-PH600 
AW-PS301 


AW-PS505 
AW-PS600 
AW-RP301 
AW-RP5S01 
AW-RP505 


AW-RP605A 


Outdoor pan-tilt system 
housing 

Multi-port hubs 

Outdoor Pan-Tilt System 

AC adaptor for AW-RP301 

and AW-RP501/505 

AC adaptor for AW-HB505 

AC adaptor for AW-PH500/600 
Control Unit for one camera 


Control Unit for one camera 
with RCU 


Control Unit for five cameras 
with RCU (AW-HB505 required) 
Control panel with RCU 


A wide range of cables and adaptors are optionally 
available, enabling a variety of applications. 


GENERAL SPECIFICATIONS 


Power requirements 
Power consumption 
Dimensions (WxHxL) 


Weight 


15 V DC 
27 


386 x 492 x 210 mm / 
WD ZO VAG ree” 


14 kg / 30.9 lb 


PAN-TILT HEADS 


STANDARD ACCESSORIES 
User’s manual 


SYSTEM DEVICES 


AW-HB505/605 Multi-port hubs 
AW-PH500 ENG Pan-Tilt System 
AW-PS301 AC adaptor for AW-RP301 
and AW-RP501/505 
AW-PS505 AC adaptor for AW-HB505 
AW-PS600 AC adaptor for AW-PH500/600 
AW-RP301 Control Unit for one camera 
AW-RP501 Control Unit for one camera 
with RCU 
AW-RP505 Control Unit for five cameras 
with RCU (AW-HB505 required) 
AW-RP605A Control Panel with RCU 


A wide range of cables and adaptors are optionally 
available, enabling a variety of applications. 


GENERAL SPECIFICATIONS 

Powerrequirements 19VDC 

Power consumption 27 

Dimensions (WxHxL} 252 x 636 x 317 mm / 
ODP 8 DSO” 94 215" 


Weight 15.8 kg / 34.8 lb 


AW-PH500 


Indoor ENG Pan-Tilt System 


Indoor ENG pan-tilt system for use with heavy cameras and 
camcorders for TV studios, sports coverage, etc. 

e Noise level < NC35 

¢ Ambient temperature range from -10°C to +45°C (14°F to +113°F) 
¢ Maximum load of 15 kg / 33.1 lb 

¢ Maximum pan speed 15°/sec. 

¢ Maximum tilt speed 10°/sec. 

e Exact position control < 5’, repeat ability 

e Panning range 300° 

e Tilting range 190° 

¢ Smooth movement control - suitable for on-air use 

e Tally lamp 

¢ Controllable via RS-232C interface 

e 50 camera position presets via PC control 

¢ Cable compensation with a maximum cable length of 500 m / 547 yd 
Four cable control system 

¢ Composite, component and Y/C outputs 


PAN-TILT HEADS 
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AW-PH300A 


Indoor Pan-Tilt System (composite) 


Efficient pan-tilt systems for use with AW-E750, 

AW-E655, AW-E650 and AW-E350 cameras for newsrooms, 

TV studios, sports transmissions, video conferences etc. 
RS-232C interface for PC control 

Composite output 

Extremely low noise level [< NC30) 

Maximum load of 4 kg / 8.8 lb 

High speed pan (25°/sec.) and tilt (20°/sec.) 

Exact position control (< 5’) 

Panning range 190° (+/- 95°) 

Tilting range 300° (+/- 150°) 

Smooth movement control - suitable for on-air use 

Up to 50 camera position presets via PC control 

Automatic white balance depending on camera position 

Internal cable compensation for max. cable length > 300 m / 328 yd 
Simultaneous control by Remote Control Unit AW-RP505 and PC 


STANDARD ACCESSORIES 
User’s manual 


SYSTEM DEVICES 

AW-HB505/605 Multi-port hubs 

AW-PH300A Indoor Pan-Tilt System 

AW-PS300 AC adaptor for AW-PH300A 
and AW-PH350 

AW-PS301 AC adaptor for AW-RP301 
and AW-RP501/505 

AW-PS505 AC adaptor for AW-HB505 

AW-RP301 Control Unit for one camera 

AW-RP501 Control Unit for one camera 
with RCU 

AW-RP505 Control Unit for five 


cameras with RCU 
(AW-HB505 required) 


A wide range of cables and adaptors are optionally 
available, enabling a variety of applications. 


GENERAL SPECIFICATIONS 

Power requirements 15VDC 

Power consumption 12W 

Dimensions (WxHxL} 130 x 244 x 192 mm / 
Bll x9 xe 


Weight 3.5kg/7.7 lb 


AW-RP501 
be r i = i 
to F a fe hi 


STANDARD ACCESSORIES 
Rack mount bracket 
Connecting bracket 
Mounting screws 

Stickers 

User’s manual 


GENERAL SPECIFICATIONS 

Power requirements 12V DC 

Power consumption: 

AW-RP501/RP505 0.7A 

AW-RP301 0.3A 

Dimensions (WxHxL} 210x88x177mm/  * 
8.3" x 3.5" x 7.0" 

Weight 

AW-RP501/RP505 2.2 kg/4.9 lb 

AW-RP301 2.1 kg /4.6 lb 


PAN-TILT HEADS 


AW-RP301 AW-HB505: Multi-port hub 


AW-RP505 / AW-RP501 / AW-RP301 


Hybrid Control Units for up to 5 cameras and pan-tilt systems 


CONTROL UNIT AW-RP301 

e Lens control [iris, focus, zoom) 

e Cable compensation 

e 10 pre-set position memories 

e Joystick for pan and tilt functions 


REMOTE CONTROL UNITS AW-RP505/501 
¢ EBU/SMPTE colour bar generator 

e Lens control [iris, focus, zoom) 

e Gain, white and black balance 

e Shutter control 

e Cable compensation 

e 10 pre-set position memories 

e Joystick for pan-tilt functions 


PAN-TILT HEADS 


wih 


Up to five cameras can be connected to multi-port hub 
AW-HB505 (AC adaptor AW-PS505 required). 

Up to five control units AW-PR605 (not pictured) can be 
connected to multi-port hub AW-HB605 (not pictured) 
for the control of one camera. 
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AW-PH400 


High performance Pan-Tilt System 


e Indoor high performance pan-tilt system for use with convertible 
cameras for TV studios, sports coverage, etc. 
Noise level < NC30 [at 30°/sec) - suitable for on-air use 
Ambient temperature range from -10 °C to +45 °C (14 °F to +113 °F) 
Maximum load of 6 kg / 13.2 lb 
Maximum pan speed 90°/sec. (variable) 
Maximum tilt speed 90°/sec. (variable) 
Exact position control < 30 sec. 
Panning range max. 400° (+/- 200°) 
Tilting range max. 190° (+/- 95°) 
Diagonal motion possible 
Tele-prompter output available 
Tally lamp available 
Controllable via RS-232C interface 
Tracking memory: 60 sec. x 10 positions 
50 camera position presets 
Cable compensation with a maximum cable length of 500 m / 547 yd 
Composite, component and Y/C outputs 
Optional camera rolling unit 
Teleprompter: Auto Script AS8/ASCO, A88/ASCO 
Porta Prompt PP8 
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STANDARD ACCESSORIES 

AC cable 

User’s manual 

SYSTEM DEVICES 

AW-CB400 Camera control unit 
AW-RC400 Cable compensation unit 
AW-RP4O00 Control Unit 

AW-RL400 Camera rolling unit 


A wide range of cables and adaptors are optionally 
available, enabling a variety of applications. 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V AC, 50 Hz 

Power consumption 75 W 

Dimensions (WxHxD) 337 x 365 x 200 mm/ 
USB" xe WAL xT” 


Weight 9kg/ 19.8 lb 


—— 
AW-PH400 
with rolling unit 


STANDARD ACCESSORIES 

Control cable between remote panel 
and main unit (10 m/ 10.9 yd) 

Rack mount bracket 

Mounting screws 

User’s manual 


GENERAL SPECIFICATIONS 

Power requirements 10.8-16VDC 

Dimensions (WxHxD) 

Main unit (mm / in.) 420 x 220 x 150 / 
16.5 x 8.7x5.9 

Control panel 420 x 52 x 220/ 
16.5 x 2.0 x 8.7 


AW-RP400 

¢ Control unit for pan-tilt systems 

e Five pan-tilt systems AW-PH400 can be directly connected to 
cameras without multi-port hub AW-HB505 

Can be used with Pan-Tilt System AW-PH400 

Up to 50 camera presets programmable 

Up to 10 tracking settings for pan-tilt systems programmable 
Maximum remote distance of 1,000 m/ 1,094 yd 

(with local power supply) 

Automatic cable compensation function 

EBU/SMPTE colour bar generator 

Lens control (iris, focus, zoom) 

Gain, white and black balance 

Shutter control 

Ergonomic joystick for camera control 

Mountable on 19" rack mount bracket 


PAN-TILT HEADS 


PAN-TILT HEADS 


AW-RP400 


Control Panel for pan-tilt systems 


AW-CB400 

e Full-function camera RCU 

e Up to five cameras can be controlled 
Tally lights for each camera 
Intercom (4-pin XLR) 

Gain function 

4 scene files 


AW-CB400 
Control Box 
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AW-PH350 


STANDARD ACCESSORIES 


User’s manual 


SYSTEM DEVICES 
AW-PH350 
AW-PS300 
AW-RP605A 


Indoor Pan-Tilt System 
AC adaptor 
Control Panel including RCU 


A wide range of cables and adaptors are optionally 
available, enabling a variety of applications. 


GENERAL SPECIFICATIONS 


Power requirements 
Power consumption 
Dimensions (WxHxL) 


Weight 


Indoor Pan-Tilt System (composite, component, SDI, IEEE1394) 


e Efficient pan-tilt systems for newsrooms, TV studios, sports 


transmissions, video conferences etc. 


IP or IEEE1394 control 
Composite, component and SDI outputs 


Position information feedback 

New angle plate with balance adjuster 
Extremely low noise level (< NC30] 
Maximum load of 4 kg / 8.8 lb 

High speed pan (25°/sec.) and tilt (20°/sec.]) 
Exact position control (< 3’) 

Panning range 190° (+/-95°) 

Tilting range 300° (+/-150°) 


memories 


e Automatic white balance depending on camera position 
¢ Internal cable compensation > 500 m/547 yd 


Specially designed for use with Control Panel AW-RP605A 


Two tally lamps [one at the front and one at the rear of the head] 


Smooth movement control - suitable for on-air use 
Up to 50 camera position presets via PC control, 10 tracking 


15V DC 

12W 

130 x 244 x 192 mm / 
BA Ke IMS 
3.5kg/7.7 lb 


PAN-TILT HEADS 


Main unit Rear panel for additional cards 


> o a 


STANDARD ACCESSORIES 
AW-RP605 remote panel 

Control cable between remote panel 
and main unit (10 m/ 10.9 yd) 

Rack mount bracket 

Mounting screws 

User’s manual 


OPTIONAL ACCESSORIES 


AJ-B75 AC adaptor 

AW-PB302 RGB/YPsPr card 
AW-PB304 SDI card 

AW-PB307 Scan converter card 
AW-PB309 Web TCP/IP card 
AW-PB605 Video card 

AW-PS505 AC adaptor 

AW-RP615 Control panel with RCU 


GENERAL SPECIFICATIONS 
Powerrequirements 10.8-16 VDC 
Power consumption 16.8 W 


Dimensions (WxHxL) 
Main unit (mm / in.) 420 x 220 x 150 / 16.5 
Control panel 420 x 52 x 220/ 16.5 x 


AW-RP605A 


Control Panel for pan-tilt systems and RCU for convertible cameras 


Full function camera RCU and control unit for pan-tilt systems 
Five pan-tilt systems AW-PH350 can be directly connected to 
cameras without multi-port hub AW-HB505 
Can be used with Pan-Tilt System AW-PH350 
(conversion from RS-422A to RS-232C required for use with 
AW-PH300A, AW-PH500 and AW-PH600) 
e Up to 50 camera presets can be programmed 
Up to 10 tracing settings for pan-tilt systems programmable 
¢ Maximum remote distance of 1,000 m/ 1,094 yd 
(with local power supply) 
e Automatic cable compensation function 
EBU/SMPTE colour bar generator 
e Lens control [iris, focus, zoom) 
e Gain, white and black balance 
e Shutter control 
e Ergonomic joystick for camera control 
Control panel and main unit mountable on 19” rack mount bracket 
Main unit can be configured using option cards 
Memory lock function 
e Up to 3 control panels AW-RP615 can be connected to one main unit 


PAN-TILT HEADS 
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Ultralight2 


Accessories for camcorders 
and cameras 

AC adaptors, chargers, 
batteries and lighting 


AB DIONIC 90 
Anton/Bauer Li-lon battery, 14.4 V, 80 W/h 


ABDP14 
Digital Pro Pac battery, 14.4 V, 65 W/h, LC display 


ABDT14 
Digital Trimpac14 battery, 14.4 V, 45 W/h, LC display 


ABP-200A 
Anton/Bauer battery set: Titan Twin charger for 
2 batteries, 2 x battery ABDT14 


UL2-20 
Ultralight2, on-board light with 50 cm/ 19.7" cable 


STASIS 
Anton/Bauer shoulder support system 


AJ-B75 
AC adaptor, 12 V/9.5A 


AW-PS505 
AC adaptor, 12 V/2.5A 


ENDURA 50 or E-50S 
Li-lon battery 14.4 V, 50 W/h (Power Link) 


IDX-E-50P 
Battery set: 2-channel quick charger with built-in 60 W 
power supply, 2 x battery E-50P, V-mount bracket 


IDX-PP100 ; ; ' 
Battery set: 2-channel Li-lon multi-format quick 
charger with built-in 60 W power maria 

2 x battery NP-L50, battery case NH10 


IDX-PP200 

Battery set: 4-channel Li-lon quick charger with built-in 
60 W power uae 4x battery NP-L50, battery case for 
2 x battery NP-L50 including D-TAP lamp connector 


NP-L50 
Li-lon battery in NP-Format, 14.4 V, 50 W/h 


AC charger 


AJ-B75 AC adaptor 


GS GF SF SF SF 
oe 
e e 
@ eo | @ 
e e | @ 
e@ eo | @ 
e 
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5 mm DigiPrime 14 mm DigiPrime 


Accessories for camcorders 


Prime lenses from 
Canon, Fujinon, Zeiss 


5 mm, FJs5, Cine Style lens, Canon 

9mm, FJs9, Cine Style lens, Canon 

14 mm, FJs14, Cine Style lens, Canon 

24 mm, FJs24, Cine Style lens, Canon 

35 mm, FJs35, Cine Style lens, Canon 

55 mm, FJs55, Cine Style lens, Canon 

5 mm, HAeF5, Cine Super E lens, Fujinon 

8 mm, HAeF8, Cine Super E lens, Fujinon 
10 mm, HAeF10, Cine Super E lens, Fujinon 
12 mm, HAeF 12, Cine Super E lens, Fujinon 
16 mm, HAeF 16, Cine Super E lens, Fujinon 
20 mm, HAeF20, Cine Super E lens, Fujinon 
34 mm, HAeF34, Cine Super E lens, Fujinon 


40 mm, HAeF40, Cine Super E lens, Fujinon 


54 mm, HAeF54, Cine Super E lens, Fujinon 


ky 
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ACCESSORIES 


40 mm DigiPrime 


5 mm Distagon, DigiPrime lens, Zeiss 


7 mm Distagon, DigiPrime lens, Zeiss 


10 mm Distagon, DigiPrime lens, Zeiss 


14 mm Distagon, DigiPrime lens, Zeiss 


20 mm Distagon, DigiPrime lens, Zeiss 


28 mm Distagon, DigiPrime lens, Zeiss 


40 mm Distagon, DigiPrime lens, Zeiss 


70 mm Distagon, DigiPrime lens, Zeiss 


6-24 mm DigiZoom lens, Zeiss 


PRIME LENSES FOR PANASONIC CAMCORDERS 
Prime lenses feature the kind of fixed focus typically 
used in classical film shoots. Specially developed for 
use with HD camcorders, they are ideal in combination 
with the Panasonic Varicam AJ-HDC27FE. 


Further information 
Zeiss lenses: www.digiprimes.com 
Canon lenses: www.canon.com/bctv 


Fujinon lenses: www.fujinonbroadcast.com 


70 mm DigiPrime 


Varicam with a DigiPrime lens 


www.panasonic-broadcast.com 


65 


2/3" 22x zoom lens 2/3" HD 22x zoom lens 
HD22Ex7.6B IRSE 


2/3" HD Cine Style lens 
HJ8x KLL-SC 


Accessories for camcorders 


ky ¥ 
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HJ11X4.7B KLL-SC 
2/3" HD cinematography zoom lens, 4.7-52 mm ® ® 


HJ21X7.5B KLL-SC 
2/3" HD cinematography zoom lens, 7.5-158 mm e e 


J11AX4.5BWASD 
2/3" 11x zoom lens, 4.5-50 mm e e e 
16:9/4:3 switching 
J11AX4.5BWRSD 
2/3" 11x zoom lens, 4.5-50 mm e@ e@ e@ 
16:9/4:3 switching 
aie P 
2/3" 17x zoom lens, 7.7-131 mm 

16:9/4:3 switching 2 : . 
J17AX7.7BWRSD 
2/3" 17x zoom lens with extender, 7.7-131 mm e e@ t ) 
16:9/4:3 switching 
J22AX7.6BWRSD 
2/3" 22x zoom lens with extender, 7.6-168 mm e@ e@ e@ 
16:9/4:3 switching 


YH12X4.81RS e e 
1/2" 12x zoom lens with extender, 4.8-58 mm 


YH12X4.8KRS a 
1/2” 12x zoom lens, 4.8-58 mm 


YH16X7KRS i 
1/2" 16x zoom lens, 7-112 mm e C ) 


YH19X6.7IRS e 
1/2" 19x zoom lens with extender, 6.7-127 mm e 


YH19X6.7KRS e 
1/2" 19x zoom lens, 6.7-127 mm e 


YJ19X9BIRS 
2/3" 19x zoom lens with extender, 9-171 mm e e e e @ e@ 


YJ12X6.5BKRS 
2/3" 12x zoom lens, 6.5-78 mm ® e e e @ C ) 


Panasonic C-mount lenses 


AW-LZ10MD6 e 
1/3" C-mount zoom lens, f1.6, 6-60 mm (motordrive] 


AW-LZ16MD55 
1/3" C-mount zoom lens, 5.5-88 mm (motordrive] @ 


AW-LZ16ST55 
1/3" C-mount lens, 5.5-77 mm (studio lens) e 


; ; *with cable AW-CA12T12 
For more information about Canon lenses, see www.canon.com/bctv 
For more information about Fujinon lenses, see www.fujinonbroadcast.com 
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ACCESSORIES 


2/3" 13x zoom lens with extender 2/3" zoom lens for 16:9/4:3 2/3" Cine Style lens 


Accessories for camcorders 


na \ 
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HA10X5 B-10 

2/3" Cine Style 10x zoom lens, 5-50 mm cy) e 

HA13X4.5 B-10 

2/3" Cine Style 13x zoom lens, 4.5-59 mm e @ 

HAC15X7.3 B-10 

2/3" Cine Style 13x zoom lens, 7.3-110 mm e e 

HA18X7.6 B-10 e e 

2/3" Cine Style 18x zoom lens, 7.6-137 mm 

A13X4.5 BERM-M48 

2/3" 13x zoom lens with extender, 4.5-59 mm e e e e 

A13X4.5 BDERM-M48 

2/3" 13x zoom lens with extender, C ) e@ e@ e 

4.5-59 mm and 16:9/4:3 ratio converter 

A13X6.3 BRM-SD * 

2/3" 13x zoom lens, 6.3-82 mm e e e ® e 

A18X7.6 BERM-M48 

2/3" 18x zoom lens with extender, t ) e@ e@ e 

7.6-137 mm 

A18X7.6 BDERM-M48 

2/3" 18x zoom lens with extender, ( } ( } ( } ( } 

7.6-137 mm and 16:9/4:3 ratio converter 

A20X8.6 BMD-DSD * 

2/3" 20x teleconference lens, 8.6-172 mm e@ 

A20X8.6 BEMD-DSD os 

2/3" 20x teleconference lens with extender, e 

8.6-172 mm 

A20X8.6 BERM-SD * 

2/3" 20x zoom lens with extender, 8.6-172 m e e e e e 

A20X8.6 BRM-SD * 

2/3" 20x zoom lens, 8.6-172 mm e e @ e r 

A22X7.8 BERM-M48 

2/3" 22x zoom lens with extender, 7.8-172 mm . ® ® ® 

erie ataiiteelaee ; 

“22x zoom lens with extender, 

7.8-172 mm and 16:9/4:3 ratio converter : . : = 

$13X4.6 BRM-SD * 

1/2" 13x zoom lens, 4.6-60 mm e e e e@ 

$13X4.6 BERM-SD * 

1/2" 13x zoom lens with extender, 4.6-60 mm @ e @ e@ 

$16X7.3 BMD-DSD * 

1/2” 16x teleconference lens, 7.3-117 mm e e 

S17X6.6 BRM-SD * fe 

1/2" 17x zoom lens, 6.6-114 mm @ e@ e @ 8 
D 

$20X6.4 BERM-SD * & 

1/2" 20x zoom lens with extender, 6.4-128 mm @ @ e @ o 

$20X6.4 BRM-SD : E 

1/2" 20x zoom lens, 6.4-128 mm e . @ e € 
wn 

$20X6.4 BMD-D SD e 

1/2" 20x teleconference lens, 6.4-128 mm e = 
= 

T16X5.5 DA-D SD 3 


C-mount 16x zoom lens, 5.5-88 mm ® 
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Tripod system S-0221 Tripod system S-0812 Tripod system S-1512P Tripod system S-1860P Tripod system S-2034SLG 


Accessories for camcorders 


& y 
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$-0111 System DV 1/20, fluid head DV 1, 
tripod ENG 75/2D, spreader SP 75 7 | : 


ayaa stem DY 2 ee esd DV 2 Il, 
ripo , spreader : 
padded bag DV 75 ep e e e e e 


hae Ee stem DY 6/2 y ie ae DV 6, 
ripo , spreader : 
padded bag DV 75 et e e e e e 


S-0810 System DV 8, fluid head DV 8, e e 
tripod DA 75 L, spreader SP 75, cover 75 


S-0812 System DV 8/100, fluid head DV 8/100, e 
tripod DA 100 L, spreader SP 100, cover 100 II 


$-1210 System DV 12, fluid head DV 12 TB, 
fripod DA Mull. Spreader Se 100) cover (UDI Cre © | 27) e552 


S-1220SLG System DV 12, fluid head DV 12 TB, 
tripod Speed Lock CF, mid-level spreader, e@ e@ e@ e@ e@ 
rubber feet, padded bag ENG 2 


S-1512P System Video 15 Plus ENG 2 
fluid head Video 15 Plus, tripod ENG 2 
spreader SP 100, cover ENG 2 


GE, 
CF, e e @ e e 


S-1520PSLG System Video 15 SL MCF, 
fluid head Video 15 Plus, tripod Speed Lock CF, e e @ e ( ) 
mid-level spreader, rubber feet, padded bag ENG 2 


Stee er Us ENC op 
uid head Video us, tripo ; e e C ) e e @ 
spreader SP 100, padded ae ENG 2 


S-1860PG System 18 Plus ENG 2 MCF, 
fluid head Video 18 Plus, tripod ENG 2 CF, e e e () e e 
mid-level spreader, rubber feet, padded bag ENG 2 


S-2033P System 20 Plus ENG 2 CF HD, 
fluid head Video 20 Plus, tripod ENG 2 CF HD, e e 
spreader SP 100/150 


S-2034SLG System 20 Plus SL HD M 
Video 20 Plus, tripod Speed Lock CF 
spreader, rubber feet, padded bag E 


op hud had 
mia-teve 
NG/EFP . : 


$-2522 System Horizon 16, 
fluid head Horizon Plus 16, @ e 
tripod Cine 2000 long, spreader SP 150 EX 


S-CINE System, fluid head Cine 75 HD, e e 
tripod Cine 2000 long, spreader SP 150 EX 


For more information about Sachtler tripods, see www.sachtler.com 
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Vision 3 tripod set Vision 6 tripod set Vision 8 tripod set Vision 100 tripod set 
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PRO-5DP" Tripod set Pro-Touch PH 5, 
Tripod PT 520, spreader; max. load 6 kg / 13 lb 


PRO-6DC* Tripod set Pro-Touch Pro 6, 
2-step ENG tripod Pozi-Loc, Aluminium 


spreader, carrying bag; max. 


PRO-10DC* Tripod set Pro-To 


oad 6 kg/13 lb 


uch Pro 10, 


2-step ENG tripod Pozi-Loc, Aluminium 


spreader, carrying bag; max. 


V100-AP2* Tripod set Vision 
2-step ENG tripod Pozi-Loc, 
spreader, carrying bag; max. 


VB100-FT2* Tripod set Vision 


2-step EFP-CF tripod Fibertec 


spreader, carrying bag; max. 


VIN-3AP1 Tripod set Vision 3, 
1-step ENG tripod Pozi-Loc, 
spreader, carrying bag; max. 


VIN-3AP2 Tripod set Vision 3, 
2-step ENG tripod Pozi-Loc, 
spreader, carrying bag; max. 


VIN-3CP2 Tripod set Vision 3, 
2-step ENG tripod Pozi-Loc, 
spreader, carrying bag; max. 


VIN-6AP2 Tripod set Vision 6, 
2-step ENG tripod Pozi-Loc, 
spreader, carrying bag; max. 


VIN-6CP2* Tripod set Vision 6, 


2-step ENG-CF tripod Pozi-Lo 


Cc, 
spreader, carrying bag; max. load 10 kg / 22 lb 


VIN-8AP1* Tripod set Vision 8, 


1-step ENG tripod Pozi-Loc, 
spreader, carrying bag; max. 


VB8-CP2* Tripod set Vision 8, 


2-step ENG-CF tripod Pozi-Lo 


spreader, carrying bag; max. 


VIN-11AP2 Tripod set Vision 
2-step ENG tripod Pozi-Loc, 
spreader, carrying bag; max. 


VB11-CP2* Tripod set Vision 11, black 
2-step ENG-CF tripod Pozi-Lo 


spreader, carrying bag; max. 


VB11-FT2* Nei set Vision 
2-step ENG-CF tripod Fiberte 


100, 


oad 10 kg / 22 lb 
oad 20 kg / 44 lb 
100, black 
oad 20 kg / 44 lb 
oad 10 kg / 22 lb 
oad 10 kg / 22 lb 


oad 10 kg / 22 lb 


oad 10 kg / 22 lb 


11, 


ao 


spreader, carrying bag; max. 


oad 14 kg /31 lb 


black 
Cc, 
oad 14kg/ 31 lb 


oad 17 kg / 37 lb 


ca 


oad 17 kg / 37 lb 


1, black 


oad 17 kg / 37 lb 


For more information about Vinten tripods, see www.vinten.com 


* The Spread-Loc off-ground spreader is available as an alternative to the spreader. 
") Also available as PRO-5DC with carrying bag 
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Rear connector panel Small, light and compact 
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LQ-MD800 


Professional DVD Recorder 


Complies with international medical equipment standards 

(IEC 60601-1, IEC 60601-1-2) 

Able to play DVD-RAM and DVD-R disks 

Direct recording into available space 

Defect management system 

DVD video disk creation 

Four recording modes (XP: 1 hr, SP: 2 hrs, LP: 4 hrs, max. 8 hrs 
recording on one double-sided 9.4 GB DVD-RAM 

PAL/NTSC switchable 

Programme search 

Menu screens for simple operation 

Programme editing to divide and delete programmes 

Text data such as patient IDs can be sent via RS-232C/USB for 
use as programme titles 

Progressive output (NTSC) 

Remote control features: 

USB (Type B), RS-232C (D-sub 9-pin), mini jack (Record/Pause] 


STANDARD ACCESSORIES 
Mains cable 
User’s manual 


GENERAL SPECIFICATIONS 

Power requirements 100-240 V, 50/60 Hz 

Power consumption 0.51-0.28A 

Dimensions (WxHxD) 214 x 102 x 365 mm/ 
8.6" x 4" x 14" 


Weight 4.6kg/ 10.1 lb 


CONNECTORS 

¢ Digital in (IEEE1394) 

¢ Composite in (BNC] 

¢ 2x composite out (BNC) 

e Y/C in (4 pin) 

¢ Y/C out (4 pin) 

YPsPr out (BNC) 

2 x audio in [RCA] 

Microphone (mini jack] 

2 x audio out (RCA) 
Headphones (stereo mini jack) 
Remote (USB, Ver. 1.1, Type B) 
RS-232C (D-sub 9-pin) 

Pause remote [mini jack] 


BUSINESS 


The AG-W3 with front flap closed 


STANDARD ACCESSORIES 
Wireless remote control 
AV cables 

Mains cable 

User’s manual 


GENERAL SPECIFICATIONS 

Power requirements 100-240 V, 50/60 Hz 

Power consumption 20 W 

Dimensions (WxHxD) 463 x 98 x 307 mm / 
12" 2S. x 12" 

Weight 4.7 kg / 10.4 lb 


AG-W3 


VHS multi-system Hi-Fi VTR (S-VHS playback) 


e Playback and recording capability in all TV systems: 
PAL, PAL-M, PAL-N, NTSC3.58, NTSC4.43, SECAM, MESECAM 
e Automatic detection of connected TV systems 
e Playback of S-VHS tapes 
¢ Multi-function remote control with jog/shuttle 
¢ On-screen display in 6 languages 
¢ 3-channel audio (1 linear and 2 Hi-Fi channels) 
e Audio dub over the original linear audio track 
e Audio track selector (Hi-Fi L and R, Hi-Fi stereo, mix, mono) 
e Additional video and audio input jacks on the front panel 
e Professional BNC connectors for video inputs and outputs 
¢ Digital tracking 
e Automatic video head cleaning 
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Schiphol Airport, Amsterdam, 39.7 m’ 


Times Square, New York, 82.9 m’” 


BayArena, Leverkusen, 43.5 m’ 


Astrovision 
Large Video Display systems (LED) 


INFORMATION DISPLAYS ON BUILDING FACADES 

... for sustained advertising that reaches a large audience 

MOBILE AND TRANSPORTABLE DISPLAYS 

... on-vehicle displays for rock concerts, sporting and other outdoor events 
MEETING POINTS AND TERMINALS 

... at train stations, bus terminals and airports 

MULTI-FUNCTION VENUES 

... With flexible advertising systems for sporting, concert and theatre events 
STADIUMS AND SPORTS ARENAS 

... to keep the fans entertained and informed about the sporting event 


GENERAL SPECIFICATIONS 


AZ-LE080Z AZ-LE120Z 
Pixel pitch 16 mm (8 mm dot pitch) 24 mm (12 mm dot pitch] 
Brightness 5,000 cd/m? 
Lifetime 50,000 hours 


16, 32, 64 step (selectable) 
10 bit, 1,024 gradations (approx. 1,000 million colours) 
6,000 K to 9,500 K 


Brightness regulation 
Gradation and colours 
Colour temperature 


Min. viewing distance 6m/6.6 yd 9m/9.8yd 


Viewing angle Horizontal 130°, vertical 55° 


Standard signal inputs Composite (PAL, NTSC], SDI 


HD (720p/1,080i), HD-SDI, analogue RGB (VGA, SVGA, 


Optional signal inputs 
XGA, SXGA], DVI [VGA, SVGA, XGA) 
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Basketball Stadium, Athens 


Modular screen construction enabling 
customisable size through easy to 
manage panels 

Sizes from 43 cm / 16.9" 

10 bit signal processing 

16, 32 and 64 step brightness controls 
Progressive processing and 
3-dimensional Y/C separation 
Integrated noise reduction system 
Panels protected from wind and water 
Individual panels can be replaced 
during operation 

Optional interfaces for HD, RGB and DVI 


Photo Display: dpa 


STANDARD ACCESSORIES 
16:9 screen mask 

Mains cable 

User’s manual 


OPTIONAL ACCESSORIES 


BT-MA1700 19" rack mount bracket 
BT-YA701 Video card 

BT-YA702 Component/RGB card 
BT-YA703 SDI card 

BT-YA705G HD SDI card 


GENERAL SPECIFICATIONS 

Power requirements 220-240 V, 50/60 Hz 

Power consumption 0.9A 

Dimensions (WxHxD) 395 x 334 x 467 mm / 
(NOM xa Sliexelorcen 


Weight 23.5 kg / 51.8 lb 
TV systems PAL, NTSC 3.58 


¢ 17" monitor, compliant with all common HD/SD formats 

¢ 800 line horizontal resolution 

e Automatic recognition of input cards 

e Automatic 75-0 signal termination and loop-through operation 
¢ Front panel controls for contrast, brightness, colour and tint 

e Underscan, colour-off functions 

¢ Switchable between 16:9 and 4:3 formats 

¢ Solid metal housing with carrying handles 


OPTIONAL INPUT CARDS 

BT-YA701: VIDEO 

¢ Compliant for PAL and NTSC 3.58 video signals 
¢ 4x composite (BNC) 

¢ 1x Y/C in/out 

¢ Reference signal in/out (BNC) 

e 2x audio in, 2 x out (RCA) 


BT-YA702: COMPONENT/RGB 

¢ Compliant for 576/50i, 480/60i, 720/60p, 1080/50i, 1080/60i and 
1080/24 fps video signals 

¢ 2x component (BNC) 

¢ Reference signal in/out (BNC) 

e 1x audio in, 1 x out (RCA) 


MONITORS / DISPLAYS 


16:9 screen mask 


BT-H1700A 


43 cm / 17" multi-format Monitor 


BT-YA703: SDI 

¢ Compliant for 576/50i and 480/60i 
component signals 

e 2x SDl in, 1 x out (BNC) 

e 2x audio in, 2 x out (RCA) 


BT-YA705G: HD SDI 

¢ Compliant for 720/60p, 1080/50i, 1080/60i, 
1080/24 fps video signals 

e 2x HD SDI in, 1 x out (BNC) 

e 1x audio in, 1 x out (RCA) 


BT-YA701_  BT-YA702 BT-YA703  BT-YA705G 


MONITORS / DISPLAYS 
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Concealed rear connector panel Front control panel 


BT-LH1800 


46 cm (18") LCD Monitor for HD/SD signals 


¢ LCD monitor for playback of HD/SD multi-format signals 

¢ Switchable between PAL and NTSC 

e Resolution: 1,280 x 1,024 pixels 

e Loop-through operation for all inputs 

e Viewing angle 170° 

e Reproduction of 16.7 million colours 

¢ Adjustable colour temperature via menu (6,500 K/9,300 kK) 

e Front panel controls for brightness, contrast, colour and tint 


STANDARD ACCESSORIES 


Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 
BT-MA1800 19" rack mount bracket 
BT-YA100 Component interface 

(input active through) 
BT-YA200 SDI interface 

(input active through) 
BT-YA320 HD SDI interface 

(input active through) 
GENERAL SPECIFICATIONS 


Power requirements 
Power consumption 
Dimensions (WxHxD) 


Weight 


CONNECTORS 


100-240 V, 50/60 Hz 
0.4-0.95A 


412x319 x 86 mm / 
WORE ae SYA” 


8.3 kg / 18.3 lb 


¢ 2x composite video in/out (BNC) 


e Y/C in/out 


¢ GPI in (D-sub 9-pin) 


SDI in [BNC], optional 
HD SDI in (2 x BNC}, optional 


¢ Component in/out (BNC), optional 


BT-YA100P BT-YA200P BT-YA320P 


STANDARD ACCESSORIES 


Mains cable 
User’s manual 


OPTIONAL ACCESSORIES 


BT-MA1500 
BT-YA100 


BT-YA200 
BT-YA320 


19” rack mount bracket 
Component interface 
(input active through) 
SDI interface 

(input active through) 
HD SDI interface 

(input active through) 


GENERAL SPECIFICATIONS 


Power requirements 
Power consumption 
Dimensions (WxHxD) 


Weight 


100-240 V, 50/60 Hz 
0.31-0.66A 


353 x 309 x 86 mm / 
WP AB WBE 


6.3kg/ 13.9 lb 


MONITORS / DISPLAYS 


Concealed rear connector panel Front control panel 


BT-LH1500 


38 cm (15") LCD Monitor for HD/SD signals 


¢ LCD monitor for playback of HD/SD multi-format signals CONNECTORS 
¢ Switchable between PAL and NTSC 

e Resolution: 1,024 x 768 pixels 

e Loop-through operation for all inputs 
e Viewing angle 170° 

e Reproduction of 16.7 million colours 
¢ Adjustable colour temperature via menu (6,500 K/9,300 K) ¢ Component in/out (BNC], optional 
e Front panel controls for brightness, contrast, colour and tint 


¢ 2x composite video in/out (BNC] 
¢ Y/C in/out 

¢ GPI in (D-sub 9-pin) 

SDI in (BNC), optional 

HD SDI in (2 x BNC}, optional 


BT-YA100P BT-YA200P BT-YA320P 


MONITORS / DISPLAYS 
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Anton/Bauer 220 V AC adaptor 


Rear connector panel 
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BT-LH900 


STANDARD ACCESSORIES 
Adaptor for Anton/Bauer battery 
User's manual 


OPTIONAL ACCESSORIES 

BT-MA900G 19” rack mount bracket 
for two monitors 

ENG kit 

Anton/Bauer AC adaptor 


BT-MA950G 
Spo-60 


GENERAL SPECIFICATIONS 


Power requirements 10-17V DC 

Power consumption 22.8 W 

Dimensions (WxHxD) 220 x 170 x 65 mm // 
8.7" x 6.7" x 2.6" 

Weight 2 kg / 4.4 lb 


PLAYBACK OF FOLLOWING SIGNALS 
480/59.94i, NTSC 
480/59.94p 
576/50i, PAL 
720/60p, 59.94p 
1,035/60i, 59.94 
1,080/50i 
1,080/60i, 59.94i 
1,080/30p, 29.97p 
1,080/25p 
1,080/24p, 23.98p 


21 cm (8.4") HD/SD LCD Monitor with Waveform function 


LCD monitor for playback of HD/SD multi-format signals 
Ideal for field operation with the 

DVCPROHD Camcorder AJ-HDC27FE (Varicam] 

Integrated gamma function for playback of cine-gamma 
recordings when using the AJ-HDC27FE (Varicam) 
Resolution: 1024 x 768 pixels (XGA) 

Reproduction of 16.7 million colours 

Brightness 300 cd/m2 

Contrast ratio 300:1 

Viewing angle 170° 

Colour temperature adjustable via menu (6,500 K / 9,300 K) 
Front panel controls for brightness, contrast, colour and tint 
Screw thread to enable mounting on the camera 

RS-232C interface for control via PC 

GPI input for remote control function 

Red and green tally display 

Control panel can be vertically mounted 

Two monitors can be mounted next to each other ona 19” rack 
mount bracket (optional) 


CONNECTORS 

e 2x HD SDI/SDI in (BNC), switchable 
¢ 1x component or RGB in (BNC) 

* 1x composite in (BNC) 

e RS-232C interface 

© GPI in (BNC) 

* Tally (DIN 8-pin) 

¢ 12 Vin (XLR, 4-pin) 


STANDARD ACCESSORIES 


Connection cable 
User’s manual 


OPTIONAL ACCESSORIES 


CM-7LCD 
QR-TC7LCD 


TC-CC7 
TC-SC7 


Camera holder 
Anton/Bauer battery 
connector bracket and cable 
Soft carry bag for 
Anton/Bauer battery 

Soft carry bag 

(e.g. for IDX battery NP-L46) 


GENERAL SPECIFICATIONS 


Power requirements 
Power consumption 
Dimensions (WxHxD) 


Weight 
TV systems 


12V DC 
<2A 


181 x 131 x 34 mm/ 
TW MOL FANGS” 


0.47 kg / 1.0 lb (without battery) 
PAL, NTSC 


e TFT active matrix LCD panel in 16:9 format 
e Resolution of 336,960 pixels 

¢ Compliant with PAL and NTSC 3.58 signals 
e Switchable between 4:3 and 16:9 formats 


4 different selectable screen modes for 4:3 sources 
e Adjustable levels of brightness, contrast, colour and tint 


e Adjustable black level 


¢ Digital sensor to adjust the screen brightness to one of 60 levels 


e Built-in speaker, 0.5W 


CONNECTORS 


¢ 1x video in (BNC) 
¢ 1x audio in (RCA) 


¢ DC in (12 V) 


MONITORS / DISPLAYS 


18 cm (7") LCD Monitor with 16:9 picture format 


Soft carry bag with screen 
hood & Anton/Bauer battery 


MONITORS / DISPLAYS 


TC-7WMS1 
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RAM 


Professional DVD-RAMs 


High reliability 

Cartridge type, easy handling 

100,000 times rewritable 

DMS (defect management system], jumps over drops 
and scratches for recording 

High capacity, removable 

Ideal for an image library 

Long term storage with no change 

Single-sided 4.7 GB, double-sided 9.4 GB 


DVD-RAM type size Capacity Recording speed Cartridge Sold as box with 
LM-AF120LE10 4.7GB 3x no 10 disks 
LM-AF120LE5 4.7GB 3x no 5 disks 
LM-AF120LE3 4.7GB 3x no 3 disks 
LM-AF120LE 4.7GB ax no single disk 
LM-AD240LE3 9.4GB 3x yes 3 disks 
LM-AD240LE 9.46B 3x yes single disk 
LM-AB120LE 4.7GB 3x yes single disk 
LM-AD240ME 9.4G6B 5x yes single disk 
LM-AB120ME 4.7GB 5x yes single disk 
LM-AF120ME 4.7GB 5x no single disk 
LM-AF120LSDE 4.7GB 3x no single disk 
(protective surface) 
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TECHNICAL DATA 
Tape width 

Tape thickness 
Base film 

Magnetic carrier 
Inherent coercitivity 
Remanence (Br) 


12.65 mm 

11 or 13.5 um 
PET film 
Metal particle 
1,750 Oersted 
2,900 Gauss 


RECORDING MEDIA 


Ive COMPONERT| D3 


Br/Bm 0.86 


Transparent recording 


¢ High quality tape for transparent data recording D5: EXTREMELY RELIABLE 
e Ultra-finely coated metal particle tape for high data rate at short 

wave lengths f 
¢ Robust tape structure with total thickness of 11 or 13.5 um 1x16“ ied, fs 
¢ Cassette design ensures dust protection Reef ee 
¢ Safety device prevents accidental unwinding of tape during transport 


e Sturdy archive case 


Unload + 


Cue-up 


Error Rate 


0 500 1000 
Number of Tape Passes 
Cassette Model no. Max. recording Length Cassette size Cassette case 
size time D3/D5 (m/yd) (WxHxD) size (WxHxD) 
L AJ-D5C124LP 248/124 min. 1,249 / 1366] 296x25x167mm/ |314x 34x 187 mm/ 
AJ-D5C94LP 188/94 min. 947/1036 | 11.7°x 1.0" x 6.6" 12.4" x 1.3" x 7.4" 
M AJ-D5C63MP 126/63 min. 635/694 | 212x25x124mm/ | 231x 34x 144 mm/ 
AJ-D5C48MP 96/48 min. 485 / 530 8.3" x 1.0" x 4.9" 9.1" x 1.3" x 5.7" 
AJ-D5C33MP 66/33 min. 334 / 365 
AJ-D5C12MP 24/12 min. 123/135 
S AJ-D5C23SP 46/23 min. 233/255 | 161x25x98mm/ | 180x34x118mm/ 
6.3" x 1.0" x 3.9" 7.1" x 1.3" x 4.6" 
AJ-TDCLS Cleaning tape 


RECORDING MEDIA 
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Panaonic 


TECHNICAL DATA 
Tape width 

Tape thickness 
Base film 
Magnetic carrier 
Inherent coercitivity 


6.35 mm 
8.5 um / 6.5 um 
PET film 

Metal particle 
2,300 Oersted 


Remanence (Br) 3,700 Gauss 
Br/Bm 0.86 
For running times from 6 to 252 minutes 
* Tape material specially designed Cassette Model no. Max. recording time Length Cassette size Cassette case size 
for broadcast operation size (DVCPRO/DVCPRO50/ | (m/yd) (WxHxD) (WxHxD) 
e Ultra-finely coated metal De 
particle tape XL AJ-5P126XG 252/126/-/126 min. | 515/563 ]174x14.6x102mm/ | 192x 24.6x 121 mm/ 
* Five layer tape structure with total AJ-HP126EXG |  252/126/-/126 min. | 515/563 | 6.9"x0.6"x 4.0 7.6" x 1.0" x 4.8 
thickness of 8.5 um L AJ-HP92ELG 184/92/46/92 min. 377/412 | 125x14.6x78mm/ | 132x 20x 83.5 mm/ 
: AJ-HP64ELG 128/64/32/64 min. 259/293 | 4.9"x0.6"x3.1" 5.2" x0.8" x 3.3" 
* Cassette design ensures dust AJ-HP33EMG | — 66/33/16/33min. | 137/150 
protection AJ-5P92L 184/92/46/92 min.* 377/412 
* : i 7 AJ-P126L 126/64/32/64 min. 259 / 293 
Ebel eee agent pe guaikes AJ-P94L 94/47/23/47 min. 194/212 
unwinding during transport AJ-P66L 66/33/16/33 min. 137/150 
AJ-P34L 34/17/8/16 min. 72/79 
Camcorder AJ-D410A uses only AJ-CLI2LP Cleaning tape 27/30 
L cassettes, which enable recording ; 

; f 184 mi M AJ-P66M 66/33/-/33 min. 137/150 |97.5x14.6x64.5mm | 104.5x20x 70mm 
times orup to min. AJ-P4OM 46/23/-/23 min. 96/105 | 3.8"x0.6"x 2.5" 4.1" x0.8" x 2.8" 
Operation with the 50 Mbps data rate AJ-P33M 33/16/-/16 min. 70/77 

coenee . AJ-P24M 24/12/-/12 min. 51/56 
cuts recording times in half. AJ-P12M 12/6/-16 min. 27/3 
DVCPROHD operation cuts recording 
times by four. AJ-CL12MP Cleaning tape 27/3 
7 This cassette cannot be used in all DVCPRO units. 
For further information, please contact your nearest dealer. 
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TECHNICAL DATA 
Tape width 

Tape thickness 

Base film 

Magnetic carrier 
Cassette shelf material 


6.35 mm 
7um/5.5 um 
PET film 
Metal particle 
ABS 


Inherent coercitivity (Hc) 120 
Remanence (Br) 400 
Br/Bm 0.78 


DV MASTER TAPES 
e S-AME technology 


(super advanced metal evaporation) 


e 4x the magnetic density compared 
to the professional tape 

e Improved error rate 

¢ High output power 

¢ Superb linearity 

e Low head wear 


DV PROFESSIONAL TAPES 

e The smallest cassette in the world 
for professional video use 

e Ultra-finely coated metal 
evaporated tape 

e Five layer tape structure with total 
thickness of 7 um 

e Cassette design ensures dust 
protection 

e Protection against accidental 
unwinding during transport 

e Low tape costs 


TECHNICAL DATA 
Tape width 

Tape thickness 

Base film 

Magnetic carrier 
Cassette shelf material 
Inherent coercitivity (Hc) 
Remanence [Br] 
Br/Bm 


RECORDING MEDIA 


6.35 mm 
7pm /5.5 um 
PET film 
Metal particle 
ABS 

120 

400 

0.78 


DV Master Tapes / DV Professional Tapes 


Cassette Model no. Max. recording time Length Cassette size Cassette case size 
(m/yd) (WxHxD) (WxHxD) 
DV Master AY-DV276MQ 276 min. 316/346} 125 x 14.6x 78mm 132 x 20 x 83.5 mm 
AY-DV186MQ 186 min. 214/234)  4.9"x0.6"x3.1" 5.2" x 0.8" x 3.3" 
AY-DV124MQ 124 min. 143/156 
AY-DV96MQ 96 min. 111/121 
MiniDV Master | AY-DVM83MQ 83 min. 97/106 | 66x 12.2x48mm 73 x 16.5 x 53.5 mm 
AY-DVM63MQ 63 min. 74/81 2.6" x 0.5" x 1.9" 2.9" x 0.65" x 2.1" 
AY-DVCLB (DV) 
AY-DVMCLC | Cleaning tape (MiniDV) 
DV Professional | AY-DV186PQ 186 min. 214/234) 125 x 14.6x 78mm 132 x 20 x 83.5 mm 
AY-DV124PQ 124 min. 143/156) = 4.9"x0.6"x 3.1" 5.2" x 0.8" x 3.3" 
AY-DV96PQ 96 min. 111/121 
MiniDV AY-DVM83PQ 83 min. 97/106 | 66x 12.2x 48mm 73 x 16.5 x 53.5 mm 
Professional AY-DVM63PQ 63 min. 74/81 2.6" x 0.5" x 1.9" 2.9" x 0.65" x 2.1" 
AY-DVM33PQ 33 min. 39/43 
AY-DVCLB Cleaning tape [DV] 
AY-DVMCLC | Cleaning tape (MiniDV) 


RECORDING MEDIA 
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INDEX 


Most of the products in this catalogue are also described in more detail in individual brochures available from specialized dealers, Panasonic’s national sales 


offices (for contact addresses see the back cover], or on the Internet under www.panasonic-broadcast.com 
The accessories pictured with the products in this catalogue are not necessarily part of their standard fittings. 
Orders must be confirmed in writing before products can be delivered. 


The availability of equipment described in this catalogue can vary from one sales region to another. 


Specifications are subject to change without notice. 


Code Description Page 
AC adaptors and chargers 64 
AG-A850 Multi-event Edit Controller 42 
AG-B15 AC adaptor 20,22,23 
AG-DV2500 DV/MiniDV VTR 37 
AG-DVC30 1/4" MiniDV Camcorder 23 
AG-DVCEO 1/4" MiniDV Camcorder 22 
AG-DVX100A 1/3" MiniDV Camcorder 20 
AG-HT306 Flight case 23 
AG-HT1006 Flight case 20 
AG-LA72006 16:9 conversion lens 20 
AG-LW4307 0.7x wide angle lens 22,23 
AG-LW72086._O.8xwideanglelens 20 
AG-MC15P Stereo microphone 22-23 
AG-MC100G XLR microphone 20 
AG-MX70 AN Mixer 44 
AG-MYA306 XLR microphone adaptor 23 
AG-QVF200 Mounting adaptor for 5" viewfinder 19 
AG-SC1006_ Softcase 20,23 
AG-VF5 1.5" viewfinder (standard) 19 
AG-VE70 3D effect interface 44 
AG-W3 VHS multi-system VTR val 
AG-YA70 SDI interface 44 
AG-YRL30G IR light 22,23 
AICAIS Remote Controller 0 AS 
AJ-B75 AC adaptor 8, 12,14,16-19,41,61,63 
AJ-B95 AC adaptor 40 
AJ-CS455 MiniDV adaptor 26-32,34-36,41 
AJ-D410A DVCPRO 1/2" Camcorder 19 
AJ-D455 DVCPRO/DV Studio Editing VTR 35 
AJ-D960 DVCPROSO Studio VIR 29 
AJ-DVD8506 DVD option 9 
AJ-EC3 Camera remote control 8,12,14,16-19 
AJ-FRC27 Frame Rate Converter 12,13 
AJ-GBX27G HD Cine Gamma Box 12,13 
AJ-GPS900G GPS unit 8,16-18 
AJ-HD1200A DVCPROHD Player/Recorder 27 
AJ-HD1700 DVCPROHD Studio VTR 26 
AJ-HD3700BE 1/2" HDD5 Studio VIR 25 
AJ-HDC27FE DVCPROHD 2/3" Camcorder 12 
AJ-HDX400 DVCPROHD 2/3" Camcorder 14 
AJ-HT901 Flight case 8,12,14,16-18 
AJHVEQT 2"viewfinder 12,14 
AJ-LT85 DVCPRO Laptop Editor 41 
AJ-LT95 DVCPRO5SO Laptop Editor 40 
AJ-MA37 19" rack mount bracket 25 
AJ-MA75 19" rack mount bracket 9,26,28-31,34,35 
AJ-MC700 Microphone kit 8,12,14,16,17 
AIM C900 ou Stereo microphone Kit scone 8 
AJ-MH700 Microphone holder 8,12,14,16,19 
AJ-P2C002SG 2 GB P2 card 11 
AJ-P2CO04HG 4 GB P2 card 11 
AJ-PCD10 P2 drive 10 
AJ-QVF901G Mounting adaptor for 5" view-f. 8,16-18 
AJRC900 CameraRCU BN 
AJ-SC75 Nylon soft case 40,41 
AJ-SC900 Soft case 8,12,14,16-19 
AJ-SD93 DVCPRO Desktop Editing VIR 32 
AJ-SD255 DVCPRO Desktop VTR 36 
AJ-SD755 DVCPRO Studio VTR 34 
AJ-SD930B_DVCPROSOStudio VIR 31 
AJ-SD955B DVCPROSO Studio VIR 30 
AJ-SD965 DVCPRO5O Studio VTR 28 
AJ-SDC615 DVCPRO Camcorder 18 
AJ-SDC905 DVCPROS0 Camcorder 17 
AJ-SDX900 DVCPRO5O0 Cinema Camcorder 16 
AJ-SPD850 0 P2 de 9 
AJ-SPX800 P2 cam 8 


82 


Code 


AJ-TS6/7/9 
AJ-UC17006 
AJ-VF10 
AJ-VF15B 
AJ-VF20WB 
AJ-VF53 
AJ-VF65B 
AJ-VNC150 
AJ-YA276 
AJ-YA93 
AJ-YA94G 
AJ-YA120AG 
AJ-YA455 
AJ-YA7I1 
AJ-YA755 
AJ-YA9026 
AJ-YA9036 
AJ-YA9316 


AJ-YA9326 
AJ-YA955 
AJ-YA956 
AJ-YA957 
AJ-YA958 
AJ-YAC150 
AJ-YAC930G 
AJ-YAC960 
AJ-YAD120AG 
AJ-YAD2556 
AJ-YAD455 
AJ-YAD7556 
AJ-YAD8006 
AJ-YAD8506 
AY-YAD955G 
AY-YAX8006 
Astrovision 


AU-ER65B 
AV-CGP50M01 
AV-CGP50M02 
AV-CGP50P01 
AV-CGP300 
AV-CGP500 


AW-CAATI 
AW-CB400 
AW-CH600 
AW-E350 
AW-E650 
AW-E655 


AW-E750 
AW-EX100 
AW-EX500 
AW-HB505 
AW-HB605 
AW-PB301 


AW-PB302 
AW-PB304 
AW-PB305 
AW-PB306 
AW-PB307 
AW-PB308 


AW-PB309 
AW-PB310 
AW-PB504 
AW-PB506 
AW-PB605 
AW-PH300A 


AW-PH350 


Description Page 
Telescopic slide rail 9,28-31,34,35 
SD/HD up/down converter 26 
1.5" viewfinder (standard] 19 


1.5" viewfinder (high grade 4:3) 8,16-19 
2" viewfinder (16:9/4:3) 8,16,17 
5" studio view-finder (16:9/4:3) 8,16-19 


5" studio viewfinder (standard) 19 
VANC board 26 
Down converter, SD out 12,13 
Multi-interface 32 
SDI interface board 32,36 
_SDIHD/SD board 27 
Component SDI board 35 
Interface for WV-VF65 19 
SDI interface 9,34 
SDI output board 8,16 
Pre-recording interface 16 
_Analogue inputinterface 28 
nterface (component/composite] 30,31 
nterface (10 bit, 525 line) 29 
nterface (10 bit, 625 line) 29 
nterface (8 bit, 625 line) 29 
nterface (8 bit, 525 line) 29 
_SDTlinterface 26 
SDTI interface 28,30,31 
SDTI interface 29 
EEE1394 interface 27 
EEE1394 interface 36 
EEE1394 interface 35 
LIEEE13%4interface 34 
EEE1394 interface 8 
EEE1394 interface 9 
EEE1394 interface 28,30,31 
Proxy option 8 
Large Video LED systems 72 


5 m remote cable 9,28-32,34,35,42-44 


Encoder remote control 9,28-31,34,35 
Additional 3D processor board 38 


Chroma key control box 38 
Redundant power supply 38 
Realtime Graphics Processor 38 
_Realtime Graphics Processor 38 
12V DC cable 45,49-52 
Camera control unit 60,61 
Outdoor pan-tilt housing 56 
1/3" Convertible Camera 52 
1/2" Convertible Camera 51 
12" Convertible Camera. 50 
2/3" Convertible Camera 49 
Interface Box 49-51,53 
Signal Converter 53 
Multi-port hub 56-58 
Multi-port hub (not pictured) 56-58 
__Studio.card 1 {component} 54 
RGB/YPePa card 54,63 
SDI card 54,63 
Studio camera system card 49-52,54 
SDI studio card 54 
Scan converter card 55,63 
_Lensinterface card 49-52,55 
Web TCP/IP card 55,63 
IEEE1394 card 55 
SDI card [SMPTE-259M) 49-52,55 


Studio SDI card [SMPTE-259M] 49-52,55 


Video card 63 
.dndoor Pan-Tilt System 58 
Indoor Pan-Tilt System 62 


© Panasonic Broadcast, August 2004 


Code 


AW-PH400 
AW-PH500 
AW-PH600 
AW-PS300 
AW-PS301 


AW-PS505 
AW-PS600 
AW-Q40 
AW-RC400 
AW-RL400 
AW-RP301 
AW-RP400 
AW-RP501 
AW-RP505 
AW-RP605A 
AW-RP615 
AW-SW350 
Batteries 
-H1700A 
-LH900 
-LH1500 
-LH1800 
-MA900G 
-MA950G 
-MA1500 
-MA1700 
-MA1800 


w 


DDD DOO: Di DiDw WW: W:w0:w 


-YA705G 
Cassettes 


Cassettes 


Cassettes 
Cassettes 
CGR-D16SE/1B 


CGP-D28SE/1B 
CGA-D54SE/1B 
CM-7LCD 
DVD-RAMs 
Lenses 
Lenses 
Lenses 


Lenses 
LQ-MD800 
QR-DVC10 
QR-DVCPRO LPT 
QR-DVX 
QR-TC7LCD 
RP-SDO64BE-A 


SHAN-RC700 
SHAN-TM700 
SPS-60 
TC-7WMS1 
TC-CC7 
TC-SC7 
Tripods 
Tripods 
VW-CD1 
WM-L30 
WV-CB700 
WV-RC550 
WV-RC700 
WV-VF65B 
ZOE-DVX 


Description Page 
Indoor Pan-Tilt System 60 
Indoor ENG Pan-Tilt System 57 
Outdoor Pan-Tilt System 56 
AC adaptor 58,62 
AC adaptor for control units 56-58 
AC adaptor 45,49-53,56-58,63 
AC adaptor for AW-PH500/600 56,57 
Mounting for WV-VF65B 49-52 
Cable compression unit 60 
Camera rolling unit 60 
Control unit for 1 camera 56,59 
Control panel 60,61 
RCU for 1 camera 56-59 
RCU for 5 cameras 56-59 
Control PanelwithRCU —_56,57,62,63 
Control Panel with RCU 63 
Live Switcher 45 
64 

17" HD/SD Monitor 73 
8.4" HD/SD LCD Monitor 76 
5" HD/SD LCD Monitor 75 
8" HD/SD LCD Monitor 74 
9" rack mount bracket 76 
ENG kit 76 
19" rack mount bracket 75 
19" rack mount bracket 73 
19" rack mount bracket 74 
Component interface 74,75 
SDlinterface TTS 
HD SDI interface 74,75 
Video card 73 
Component/RGB card 73 
SDI card 73 
HD SDI card 73 
HDD8, D5, D3 79 
DVCPROHD/EX, DVCPROSO, DVCPRO. 80 
DV Master 81 
DV Professional 81 
Battery (1.6 AN 20,22,23 
Battery (2.8 Ah] 20,22,23 
Battery (5.4 Ah) 20,22,23 
Camera holder 77 
Professional recording media 78 
Canon 66 
Fujinon 67 
PAM aSON IC 66 
Prime lenses 65 
Professional DVD Recorder 70 
Anton/Bauer battery plate 22 
Battery mount 40,41 
Anton/Bauer battery adaptor 20 
Anton/Bauer battery holder 77 
‘SDMemory Card 816-18 
Rain cover 8,12,14,16-19 
Tripod adaptor 8,12,14,16,17 
Anton/Bauer AC adaptor 76 
7" LCD Monitor 71 
Soft carry bag 77 
Soft carry bag 77 
Sachtler 68 
Vinten 69 
IEEE1394 cable 20,22,23 
Ramsa condenser mike. 12,14,17-19 
Camera remote control box 49-52 
Camera remote control unit 49-52 
Camera remote control unit 49-52 


5" studio viewfinder (standard]19,49-52 
Zoom grip 20,22 


VISION 


VISION 

Vision Magazine informs 
you of Panasonic's solutions 
and applications twice a 
year. Download the pdf or 
order a hard copy on www. 
panasonic-broadcast.com 


VISION FLASH 

Sent by e-mail, Vision Flash 
keeps you up to date about 
Panasonic Broadcast’s new 
products and investments. 


INFORMATION 


WWW.PANASONIC- 
BROADCAST.COM 

Our website is your link to 
Panasonic Broadcast, its 
products and accessories. It 
is well worth a visit! 


BEYOND P2 

The magazine for today’s 
digital leaders is available in 
English. Hard copies can be 
ordered online under www. 
panasonic-broadcast.com 


PRODUCT BROCHURES 
Individual English-language 
brochures about almost all of 
the products in this catalogue 
are available under www. 
panasonic-broadcast.com 


P2 GLOBAL SUPPORT 
NETWORK 

The P2 Global Support 
Network is set to support P2 
products in 54 locations, 
providing assistance to ING 
news crews worldwide. For 
more details see www. 
panasonic-broadcast.com 


PROJECTORS & 

PLASMA DISPLAYS 

For perfect presentations, 
Panasonic offers 37", 42" and 
50" plasma eee plus a 
large range of LCD and DLP™ 
projectors with brightness of 
up to 12,000 ANSI lumens. 


THE VIDEO CONNECTION & 
COMPRESSION BOOKS 
These books provide answers 
to frequently asked questions 
about video connection and 
compression. Download them 
as PDF files under www. 
panasonic-broadcast.com 


www.panasonic-broadcast.com 


General information about Panasonic Broadcast in Europe can be found on our homepage 
Www.panasonic-broadcast.com or by sending an email to: info@panasonic-broadcast.com 


Country specific information is also available under the local www addresses. 


Austria 

Panasonic Austria Handelsges.m.b.H. 
Professional AV Media 
Laxenburgerstrasse 252 

1230 Wien 

Phone +43 (0) 1 610 80 773 

Fax +43 (0) 1610 80777 
www.panasonic-broadcast.at 


Belgium 

Panasonic Belgium n.v. 
Stationstraat 26 

1702 Groot-Bijgaarden 
Phone +32 (0} 2 481 0457 
Fax +32 (0) 2 481 04 53 


Bulgaria* 

Techno Bulgaria Ltd. 

No. 104 “Vassil Levski" Blvd. 
1000 Sofia 

No.12b “Ivan Assen II" Str. 
1504 Sofia 

Phone +359 (2] 946 0786 
Fax +359 (2] 946 0220 
www.techno.bg 


Czech Republic 

Panasonic Czech Republic, s.r.o. 
Krizikova 237/36A 

186 00 Prague 8 

Phone +420 236 032 552/511 
Fax +420 236 032 450 
Wwww.panasonic.cz 


Croatia* 
Euro-V.A.L.d.0.0. 

Mirna 11 

10040 Zagreb 

Phone +385 1 2850 238 
Fax +385 1 2850 238 
www.euroval.hr 


Exportdrvo dd 
Marulicev trg 18 

10000 Zagreb 

Phone +385 1 45 60 326 
Fax +385 1 48 29 945 


Denmark 

Panasonic Danmark A/S 
Branch of Panasonic Nordic AB 
Ejby Industrivej 1 

2600 Glostrup 

Phone +45 43 20 08 57 

Fax +45 43 20 08 68 


Finland, Latvia, 
Lithuania, Estonia* 
Kaukomarkkinat Oy 
Kutojantie 4 

02630 Espoo 

Phone +358 (9] 521 5253 
Fax +358 (9) 521 28 10 
www.panasonic.fi 


Presented by 


France 

Panasonic France S.A. 

270 avenue du Président Wilson 
93218 La Plaine Saint-Denis 
Phone +33 (0) 149 46 43 59 
Fax +33 (0) 149 46 45 26 
www.panasonic.fr/videopro 


Germany 

Panasonic Deutschland 
Professional AV Media 
Hagenauer Str. 43 

65203 Wiesbaden 

Phone +49 (0) 611 235 401 
Fax +49 (0) 611 235 411 
www.panasonic-broadcast.de 


Greece* 

Intertech S.A. 

24, Afroditis St. 

16777 Helliniko 

Phone +30 210 96 92 300 
Fax +30 210 96 48 588 


Hungary 

Panasonic Hungary Ltd. 
Neumann Janos u.1 
1117 Budapest 

Phone +36 (1) 382 60 85 
Fax +36 (1) 382 60 80 


Italy 

Panasonic Italia S.p.A. 
Via Lucini 19 

20125 Milan 

Phone +39 02 67 88 449 
Fax +39 02 67 88 495 


Kazakhstan 
Panasonic (CIS) Oy 


Almaty Rep. Office for Central Asia 


Seifullin Ave., 516 

Almaty 480091 

Phone/Fax +7-3272-504 777; 
-502 414; 502 124 


Montenegro, Serbia* 

Hitex SA 

16 Fin de la Croix 

1762 Givisiez 

Switzerland 

Phone +41 (0) 26 466 25 20 
Fax +41 (0) 26 466 50 40 
www.hitexsa.com 


Netherlands* 
Haagtechno bv 
Europalaan 30 

5232 BC's-Hertogenbosch 
Phone +31 73 64 02 577 
Fax +3173 6415 200 
www.panasonic.nl 


Specifications are subject to change without notice. 


Norway 

Panasonic Norge 

Branch of Panasonic Nordic AB 
Skaresletta 50 

1471 Loerenskog 

Phone +47 67 91 78 00 

Fax  +476791 7896 


Poland 

Panasonic Polska Sp.z.0.0. 
AL. Krakowska 4/6 

02-284 Warszawa 

Phone +48 (22] 338 1100 
Fax +48 (22) 338 1200 


Portugal* 


Prosonic - Produtos de Imagem e 


Comunicacao, S.A. 

Rua Teles Palhinha, N° 3 
Leiao - Tagus Park 
2744-015 Porto Salvo 
Phone +351 21 425 77 04 
Fax +351 21 4257705 
www.prosonic.pt 


Romania* 

PBR Ltd. 

No. 22 “Tudor Arghezi” Str. 
020946 Bucharest 

Phone +40 21 211 4855 
Fax  +40212103061 


Russia & CIS 

Panasonic CIS Oy 

Professional AV systems dept. 
Profsojuznaya str., 56, 7th floor 
117393 Moscow 

Phone +7 095 258 42 06 

Fax +7 095 258 42 24 
Www.panasonic.ru 


Slovak Republic 

Panasonic Slovakia, spol. s.r.o. 
Sturova 11 

811 02 Bratislava 

Phone +421 (0) 25292 14 23 
Fax +421 (0)252921411 


Slovenia, Croatia, Bosnia, 
Macedonia* 

ON-AIR Systems Ltd. 

The Media Centre 

131-151 Great Titchfield St. 
London W1W 5BB 


TSE.d.0.0. 

Audio Video Inzeniring 
Trzaska 126 

1000 Ljubljana 

Phone +386 24 25 422 
Fax +386 142371 90 
www.tse.si 


Panasonic Broadcast 


Spain 

Panasonic Espana, S.A. 

Dept. AVC Profesional - 
Josep Tarradellas, 20-30, Spl. 
08029 Barcelona 

Phone +34 (93) 425 93 00 
Fax +34 (93) 425 94 35 
www.panasonic.es 


Sweden 

Panasonic Nordic AB 
Ellipsvagen 12 

141 75 Kungens Kurva 
Phone +46 (8) 680 26 41 
Fax +46 (8) 680 27 70 


Switzerland* 

John Lay Electronics 
Professional Audio Video Systems 
Littauerboden 1 

6014 Littau 

Phone +41 (0) 41 259 96 32 

Fax +41 (0) 41 252 03 12 
www.panasonic.ch 


Turkey* 

Basari TV Yayincilik Sistemleri A.S., 
Yesil Vadi Sk. 6, 

Icerenkoy, 34752, 

Istanbul 

Phone +90 216 578 3700 Ext.: 2525 
Fax +90 216 578 3744 

www. basari.tv 


Ukraine 

Panasonic (CIS} Oy Kiev office: 

Ukraine, 01001, Kiev, 

Mikhailovskaya str. 11 

Phone +380-44-4903437 / 
+380-44-4903438 (ext. 112] 

Fax  +3880-44-4903439 


United Arab Emirates 

Panasonic Marketing Middle East FZE 
P.0.Box 17985, Jebel Ali, Dubai 
Phone +971-4-881-9880 

Fax  +971-4-887-1489 
www.panasonic.co.ae 


United Kingdom and Ireland 
Panasonic Broadcast 
Willoughby Road 

Bracknell, Berkshire, RG12 8FP 
Phone +44 (0) 1344 70 69 20 
Fax +44 (0) 1344 70 69 19 
www.panasonic.co.uk 


* Authorised distributor 


a division of Panasonic Marketing Europe GmbH 


Hagenauer Strasse 43 

65203 Wiesbaden/Germany 
Phone +49 (0) 611 235 481 

Fax +49 (0) 611 235 479 
info@panasonic-broadcast.com 
www.panasonic-broadcast.com 


Panasonic 


ideas for life 


